
1) IP = 44 External mains connection
IP = 44 Connection extérieure pour raccordement au réseau
IP = 44 Conexión exterior para enlace a la red
IP = 44 Connessione esterna per collegamento alla rete
IP = 44 Externer Netzanschluß
Externe netaansluiting IP = 44
IP = 44 Yttre nätanslutning

3) 76 mm adapter
Adaptateur 76 mm
Adaptator de 76 mm
Adattatore 76 mm
Adapter 76 mm
Adapter 76 mm
76 mm adapter

4) Ta 25 °C if filter coïl2) Side entry adapter
Adaptateur entrée latérale
Adaptator de entrada lateral
Adattatore ingresso laterale
Seitlicher Eingangsadapter
Adapterzijingang
Adapter för sidointag
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CDS 560 CDS 590

7.8 561 795 0.24

8.7  588 795 0.27

9.65 588 795 0.27

CDS 570 CDS 592

CDS 580 CDS 594   

W

HPL 50 ● 1.88 25 °C 35 °C 3-6 m 422/ 60 / 763

80 ● 1.94 25 °C 35 °C 3-6 m 422/ 60 / 763

125 ● 1.94 25 °C 35 °C 3-6 m 422/ 60 / 763

SON-I 50 ● 1.52 25 °C 35 °C 3-6 m 422/ 60 / 763

70 ● 1.84 25 °C 35 °C 3-6 m 422/ 60 / 763

SON-T 50 ● 1.56 25 °C 35 °C 3-6 m 422/ 60 / 763

70 ● 1.88 25 °C 35 °C 3-6 m 422/ 60 / 763

100 ● 2.12 25 °C 35 °C 3-6 m 422/ 60 / 763

150 ● 2.78 25 °C 35 °C 3-6 m 422/ 60 / 763

SDW-T 50 ● 1.72 25 °C 35 °C 3-6 m 422/ 60 / 763

100 ● 2.14 25 °C 35 °C 3-6 m 422/ 60 / 763

CDM-T 35 ● 1.78 25 °C 35 °C 3-6 m 422/ 60 / 763

70 ● 1.78 25 °C 35 °C 3-6 m 422/ 60 / 763

150 ● 2.54 25 °C 35 °C 3-6 m 422/ 60 / 763

CDO-TT 70 ● 1.78 25 °C 35 °C 3-6 m 422/ 60 / 763

100 ● 2.12 25 °C 35 °C 3-6 m 422/ 60 / 763

150 ● 2.54 25 °C 35 °C 3-6 m 422/ 60 / 763

CPO-T 45 ● 1.90 25 °C 35 °C 3-6 m 422/ 60 / 763

60 ● 1.90 25 °C 35 °C 3-6 m 422/ 60 / 763

90 ● 1.90 25 °C 35 °C 3-6 m 422/ 60 / 763

140 ● 1.90 25 °C 35 °C 3-6 m 422/ 60 / 763

PL-T 32 ● 0.68 25 °C 35 °C 3-6 m 422/ 60 / 763

42 ● 0.72 25 °C 35 °C 3-6 m 422/ 60 / 763

QL 55 O 1.22 25 °C 35 °C 3-6 m 422/ 60 / 763

Ta Ta

1 F

Use Philips lamps for optimum performance
• Fonctionnement optimal avec lampes Philips  • Funzionamento ottimale garantito con lampade Philips  • Werkt het best met Philips-lampen
• Optimale Bestriebsleitstung mit Philips-Lampen  • Funciona melhor com lâmpadas Philips no interior  • Resultados óptimos con lámparas Philips
• Toimii parhaiten Philips-lamppujen kanssa  • Fungerer bedst med Philips-lamper  • Fungerer mest optimalt med Philips-lamper 
• Fungerar bäst med lampor från Philips
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10 < Ø ≤ 15 mm
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