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Philips Iridium gen3 Mini BGP 381
Mounting instructions
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Instrukcja montazu

Montaj yönergesi

Kokoonpano- ja kiinnitysohjeet

Instruções de montagem

Instrucciones de montaje

Monteringsinstruktioner
MonteringsvejledningInstruzioni di montaggio

Montage instruktie

Instructions de montage

Montageanletiung

220 V
240 V

EN 60598
IP66 IK09

LINE W kg min

max

1/44/4

DDI/DDFI
40% saving

DD2/DDF2
32% saving

DD3/DDF3
50% saving

100%

75%
66%

50%

30%

R PERC
LC

Dim

LS-6 = 6h (0 / 0 / +6)
LS-8 = 8h (-2 / 0 / +6)

Period

Night start Night stop

Dimming
Start

0 Dimming
Stop
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Szerelési utasítások

Návod k montázi

Návod k montázi

531

156

273

Ø 60/76 Ø 42-60

LED GRN11/740 9.2 6.9 -30oC 35oC 28A/150us

LED GRN11/830 10.1 6.9 -30oC 35oC 28A/150us

LED GRN13/740 10.9 6.9 -30oC 35oC 28A/150us

LED GRN13/830 11.9 6.9 -30oC 35oC 28A/150us

LED GRN15/740 12.7 6.9 -30
o
C 35

o
C 28A/150us

LED GRN15/830 13.7 6.9 -30oC 35oC 28A/150us

LED GRN17/740 14.4 6.9 -30oC 35oC 28A/150us

LED GRN17/830 15.6 6.9 -30oC 35oC 28A/150us

LED GRN19/740 15 6.9 -30oC 35oC 65A/100us

LED GRN19/830 16 6.9 -30oC 35oC 65A/100us

LED GRN20/740 17.1 6.9 -30oC 35oC 28A/150us

LED GRN20/830 18.7 6.9 -30oC 35oC 28A/150us

LED GRN22/740 16.9 6.9 -30oC 35oC 65A/100us

LED GRN22/830 18.6 6.9 -30
o
C 35

o
C 65A/100us

LED GRN25/740 19.3 6.9 -30
o
C 35

o
C 65A/100us

LED GRN25/830 21.2 6.9 -30
o
C 35

o
C 65A/100us

LED GRN30/740 23.7 6.9 -30
o
C 35

o
C 65A/100us

LED GRN30/830 25.6 6.9 -30
o
C 35

o
C 65A/100us

LED GRN35/740 27.6 6.9 -30
o
C 35

o
C 65A/100us

LED GRN35/830 30.6 6.9 -30oC 35oC 65A/100us

LED GRN40/740 32.1 6.9 -30oC 35oC 65A/100us

LED GRN40/830 35.1 6.9 -30oC 35oC 65A/100us

LED GRN45/740 36.1 6.9 -30oC 35oC 65A/100us
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LUMISTEP

DYNADIMMER

RF / CTC
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3mm

00098137400
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NCIC ...........

00098137400

00098137400

DALI
Digital Addressable Lighting Interface
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Tightening torgue
4-1 Nm

Tightening torgue
0.8-1 Nm
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	1: strona 1-4
	2: strona 2-3

