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OptiVision LED Driver box EVP512 IP66 
  Mounting instruction 

Instructions de montage Instrucciones de montaje Kokoonpano- ja kiinnitysohjeet Szerelési utasítások 

Montageanleitung Instrucões de montagem Montaj yönergesi Návod k montáži 

Montage instruktie Monteringsinstruktioner Oδηγίες συναρμολόγησης Монтажная инструкция 

Istruzioni di montaggio Monteringsvejledning Instrukcja montazu  

 

 
 

  
 

 

 

LUMEN 

 

 

  

 
  

 

 

EVP512 50000h 93K/757 93000 1012 4,4(*) 

11,9 622x180x295 45ºC 

- 

-30ºC 

EVP512 50000h 90K/757 90000 954 4,2(*) - 

EVP512 50000h 82K/757 82000 841 3,7(*) - 

EVP512 50000h 67K/757 67000 607 2,7(*) - 

EVP512 50000h 72K/757 72000 688 3,0(*) - 

EVP512 50000h 47K/757 47000 374 1,7(*) 35ºC 

EVP512 50000h 81K/740 81000 1014 4,5(*) - 

EVP512 50000h 79K/740 79000 954 4,2(*) - 

EVP512 50000h 71K/740 71000 836 3,7(*) - 

EVP512 50000h 58K/740 58000 607 2,7(*) - 

EVP512 50000h 62K/740 62000 683 3,0(*) - 

EVP512 50000h 41K/740 41000 374 1,7(*) 35ºC 

EVP512 50000h 93K/757 93000 1012 4,4(*) - 

EVP512 50000h 90K/757 90000 954 4,2(*) - 

EVP512 50000h 80K/757 80000 803 3,5(*) - 

EVP512 50000h 65K/757 65000 601 2,7(*) 35ºC 

EVP512 50000h 59K/757 59000 529 2,3(*) 45ºC 

EVP512 50000h 81K/740 81000 1014 4,5(*) - 

EVP512 50000h 79K/740 79000 954 4,2(*) - 

EVP512 50000h 69K/740 69000 798 3,5(*) - 

EVP512 50000h 57K/740 57000 601 2,7(*) 35ºC 

EVP512 50000h 52K/740 52000 529 2,3(*) 45ºC 

EVP512 50000h 75K/757 75000 726 3,2(*) 35ºC 

EVP512 50000h 72K/757 72000 681 3,0(*) 45ºC 

EVP512 50000h 65K/740 65000 721 3,2(*) 35ºC 

EVP512 50000h 63K/740 63000 676 3,0(*) 45ºC 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

(*) .- Measured current  for 230V mains. 

347-480V 

50-60hZ 

 
110-277V 

50-60hZ 

 
INRUSH CURRENT 

30 A/Kw at 200µs 
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         DIMENSION: 622x180x295 mm 
         WEIGHT : 11,9 Kg 

 

 

 

 

          

   

         

                                                                                               
 

 

 

DRIVER BOX CONNECTION 

 

 
 

 
 

 

 

 

 

 

 

 

 

 

 

 

Distance 

to driver

Solid or 

stranded
Indication CENELEC

Outer 

insulation

Wire 

insulation

Number 

of wires
Shielded

Solid H03VVU 7G1.5 CE PVC PVC 7 No 

Stranded H03VVH 7G1.5 CE PVC PVC 7 No 

Solid H03VVUC 7G1.5 CE PVC PVC 7 Yes 

Stranded H03VVHC 7G1.5 CE PVC PVC 7 Yes 

Solid H03VVUC 7G2.5 CE PVC PVC 7 Yes 

Stranded H03VVHC 7G2.5 CE PVC PVC 7 Yes 

<= 30 m

<= 100m

<200m 

FOR OTHER LENGTHS, PLEASE 

CONFIRM WITH APPLICATION 

ENGINEERS 

2 cables not provided 

Ø 10-14 mm 

180 mm 

622 mm 

Fixation plate x2 

See pg 3 

295 mm 
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                   METAL PART FIXATION 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

                  Tc POINT  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

                          
 

 

1

 
 

2a 

 

 

2

 
 

2a 

                                            

 

                           
x4 3,2 Nm 

Screw: M5x20 mm 

1A 

In case of indoor 

installation make sure 

that the TC point respects 

the value of the label 

indicated on the label 

 

T25 
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                   POWER LINE 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

            

 

 

            

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

       

 

 

 

 

 

 

 

 

  

 

                                                                                 

3

 
 

2a 

T20 
 x6  

 

 
Screw retainer 

x6 screws 

POWER LINE 
Ø13-18 mm 

4 mm2 max. 

 

 

 

 

 

45 
 

8 
 

L3 
L2 

E 

N 

L1 

347-480 

VAC 

110-277 

VAC 

E 

N 

L1 

 

The screws have to be remove 

sequentially to avoid losing them 

 

                                                                                                      

                                                        

 

 

    

 

D min (mm) D max (mm) TORQUE Nm

M25 13 18 5

M25 30

 

 

 

! 
Ensure the tightening 

of the cableglands for 

protection against 

ingress of dust and 

moisture (IP66) 

3A 
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              DALI 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

   

             

 

 

 

 

4

 
 

2a 

CONTROL LINE 
Ø4-9 mm 

2-4 mm2 
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               BASIC VERSION Controls disabled 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

5

 
 

2a 

 

 

! 

WARRANTY VOID IF REMOVED 

The system can be made upgradable by 

the qualified and authorized Philips 

technical only! 

 
 

                                                                                                       

  

 

M12 15

 

 

D min (mm) D max (mm) TORQUE Nm

M12 3 6,5 1,6

   

 

4A 

 

 

! 
Ensure the tightening 

of the cableglands for 

protection against 

ingress of dust and 

moisture (IP66) 
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             WIRING BETWEEN IP66 GEAR BOX AND CONNECTION BOX 
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2a 

Ensure the tightening of the 

cableglands for protection against 

ingress of dust and moisture (IP66) 

M121,6 Nm 

M202,5 Nm 

M255,0 Nm 
 

 

! 
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6A 6B 

 

6C 

                               

6D 

T20 
 

x6 2,5 Nm 

Screw: M4x16mm 

mm 

SEQUENCE 

CONNECTION 

 

B-C 

B 

C 
C 

 

 

! 

Ensure the tightening of the 

screws for protection against 

ingress of dust and moisture 

(IP66) 
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             FUSE REPLACEMENT  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

           

 

 

    
x1  Screw: M5x10 mm 

          3,2 Nm 

      

1 

cable tie to fix 

the cables 

 
         

7A 7B 

 

7C 

 

 

 

 

7D 7E 

10X38 

10 A 

500V  gG 

In=120KA 

7

 
 

2a 
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