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740 GRN100 144 78 10000 0,15 12,3kg

740 GRN90 144 70 9000 0,15 12,3kg

740 GRN 80 108 66 8000 0,15 12,3kg

740 GRN70 108 57 7000 0,15 12,3kg

740 GRN60 72 51 6000 0,15 12,3kg

740 GRN50 72 41 5000 0,15 12,3kg

740 GRN40 72 32 4000 0,15 12,3kg

740 GRN30 36 27 3000 0,15 12,3kg

740 GRN25 36 21 2500 0,15 12,3kg

740 GRN20 36 16 2000 0,15 12,3kg

740 GRN15 36 14 1500 0,15 12,3kg

830 GRN100 144 88 10000 0,15 12,3kg

830 GRN90 144 79 9000 0,15 12,3kg

830 GRN80 108 74 8000 0,15 12,3kg

830 GRN70 108 64 7000 0,15 12,3kg

830 GRN60 72 57 6000 0,15 12,3kg

830 GRN50 72 46 5000 0,15 12,3kg

830 GRN40 72 36 4000 0,15 12,3kg

830 GRN30 36 31 3000 0,15 12,3kg

830 GRN25 36 24 2500 0,15 12,3kg

830 GRN20 36 19 2000 0,15 12,3kg

830 GRN15 36 14 1500 0,15 12,3kg



BDP794 BPP794

BSP794 BVP794

This luminaire must be installed only by 
qualified personnel

Disconnect before servicing

Street side

Ø76/60mm
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Ø60

ClassicStreet dedicated brackets
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BVP794 + JGB794 MBW 750

BVP794 + JGB794MBP-S 750 60

BPP794 + JGB795 MBW 750

BPP794 + JGB795 MBP-S 750-60
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1a

1b

D9
Dali

D9
Dali

D7 D7

1.-  Line command / Dali /(-) 1-10V - Black
2.-  Dali / (+) 1-10V - Grey
L.-  Line - Brown (L)
N.-  Neutral - Blue (N)

Ground - Yellow /Green

1.-  Line command / Dali /(-) 1-10V - Black
2.-  Dali / (+) 1-10V - Grey
3.-  Line - Brown (L)
N.-  Neutral - Blue (N)

Ground - Yellow /Green

1.- Neutral - Blue (N)
2.- 
3.- Line - Brown (L)
4.- Line command / Dali /(-) 1-10V - Black
5.-   Dali / (+) 1-10V - Grey

1.-  Line command / Dali /(-) 1-10V - Black
2.-  Dali / (+) 1-10V - Grey
3.-  Line - Brown (L)
4.-  Neutral - Blue (N)
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