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Philips MileWide2 BPP435 / BPP436

MileWide2 BRP435 

MileWide2 BPP436 
(Large) 

MileWide2 BRP436 
(Large) 

Standard Post Top Standard Side Entry (Ø 60 mm)

Standard Post Top Standard Side Entry (Ø 48 mm)



205

535

135
108

70

574

=0.049 m2max

276

135 108

610

=0.049 m2max

276

BPP435 
Standard Post Top

Standard Side Entry (Ø 48 mm)
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BPP 435

GRN25

740

GRN35

GRN45

GRN65

GRN85

GRN19

GRN105

18.7 8.5

23.2 8.5

27.1 8.5

31.8 8.5

35.7 8.5

14.4 8.5

38.0 9

46.1 9

54.7 9

16.2 8.5

62.7 9

70.6 9

79.2 9

86.5 9

GRN22

GRN30

GRN40

GRN55

GRN75

GRN95

GRN115

GRN25

830

GRN35

GRN50

GRN70

GRN90

GRN19

GRN100

20.7 8.5

25.2 8.5

30.1 8.5

34.8 8.5

38.0 9

15.5 8.5

46.1 9

55.9 9

64.6 9

18.0 8.5

73.1 9

82.9 9

GRN22

GRN30

GRN40

GRN60

GRN80

65A/100µs

65A/100µs

65A/100µs

65A/100µs

65A/100µs

65A/100µs

65A/100µs

80A/150µs

80A/150µs

80A/150µs

80A/150µs

80A/150µs

80A/150µs

80A/150µs

14
14
14
14
14
14
14
8
8
8
8
8
8
8

5
5
5
5
5
5
5
5
5
5
5
5
5
5

176

246
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BPP436 

BPP 436

740 830

108A/140µs

108A/140µs

108A/140µs

108A/140µs

108A/140µs

108A/140µs

108A/140µs

108A/140µs

108A/140µs

108A/140µs

108A/140µs

108A/140µs

8
8
8
8
8
8
8
8
8
8
8
8

4
4
4
4
4
4
4
4
4
4
4
4

GRN116

GRN135

GRN155

GRN175

GRN96

GRN106

GRN125

GRN145

GRN165

GRN185

82.4

90.1

97.9

105.6

114.6

66.1

122.7

130.7

137.8

74.6
12

12

12

12

12

12

12

12

12

12 GRN101

GRN120

GRN140

GRN81

GRN160

77.5 12

85.2 12

95.0 12

103.5 12

112.6 12

60.6 12

121.6 12

69.1 12

130.7 12

GRN91

GRN110

GRN130

GRN150

Standard Post Top

694

190 147

70

733

260

=0.066 m2max

306

Standard Side Entry (Ø 60 mm)

190
147

734

5

195

=0.066 m2max

306
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1’

7

8

1 Nm
27

6

4-5 Nm

30 8 30 8 

30 8 30 8 

1

30 8 30 8 

21

6

4-5 Nm

7

8

1 Nm
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4

2
30 8 30 8 

30 8 30 8 

3

3’’

3’

25 Nm

x2

34 Nm 6

34 Nm 6

1.8 Nm

30 8 30 8 

70 min.

Ø50 Ø60

70 min.

Ø60 Ø76

BRP435 Ø42 Ø48
BRP436 Ø60
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LS-8 

LS-6 

Dim
Period

100%

75%
66%

50%

30%

LR PERC LS-6 = 6h (0 / 0 / +6)
LS-8 = 8h (-2 / 0 / +6)

Dimming
Start

0 Dimming
Stop

Night start Night stop

LC

BPP435 1/10V

OK only for 2-10V
GRN60

GRN19 GRN25
GRN30 GRN55

BPP436 1/10V

OK only for 3-10VGRN81 GRN185

BPP435

25-254

GRN60
51-254
25-254

170-254
195-254
170-254

GRN19 GRN25
GRN30 GRN55

BPP436

74-254 209-254GRN81 GRN185

NCIC.........

Datasheet 

000981379400

000981379400

000981379400BPP435 RF

55 LogGRN35 GRN80

30 LogGRN88 GRN115

+/- 15°

BPP436 RF

70 LogGRN81 GRN130

30 LogGRN135 GRN185
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BPP435 Réf. : 9105 050 16131
BPP436 Réf. : 9105 050 16132

3.5 Nm
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