
To assure the lighting quality of this unique LED lighting concept there are only a few 
instructions regarding the maintenance of this luminaire:

Do not touch electronic components!
Electronic components are under high voltage. 
Electronic components are ESD sensitive.

During installation or when maintaining the luminaire 
always use static free gloves to avoid marks on the luminaire.

To remove dirt and spots use the following:
o  Dust: only use micro fiber cloths
o  Fingerprints, etc.: use a cleaner for 
 synthetic materials with antistatic properties.

Do not stare into the LED light beam.

A LumiStone luminaire with DALI driver also support Touch and Dim functionality.

This luminaire should not be used for illumination during building activities due to  
dirt and dust contamination.

Philips Lighting 
www.philips.com 4422 004 12831

11/13
Printed in the Netherlands
Data subject to change

ArcForm RC660B

‹

Instrucciones de montaje
Instruções de montagem
Monteringsinstruktioner
Monteringsvejledning

Kokoonpano- ja kiinnitysohjeet
Montaj yönergesi

Instrukcja montazu

Szerelési utasítások
Návod k montázi

Návod k montázi

Instructions de montage
Montageanleitung
Montage instruktie
Istruzioni di montaggio

   
Class 1This luminaire must be earthed. 

Ce luminaire doit être mis à la terre. 
Diese Leuchte muß geerdet werden. 
Dit armatuur moet worden geaard. 
Questa armatura deve essere collegata a terra. 
La Luminaria debe estar conectada a tierra. IP40

IP20

A B C D E F G weight
MODULE 600
RC660B 597 597 580 115 161 12 143 6.1 kg

75W HV Xitanium
Inrush current Ipeak 5 A Input voltage 230V
Inrush current Twidth 1000 μs Input voltage 230V, 
measured at 50% Ipeak
Drivers / MCB 16A type B ≤ 20 pcs

Inrush current

1 mains (A)
1 max

max/2

Tref

1 nom.
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