
BGP660

HARMONY 1 LED

BGP660

10 kg 0.024 m2

BOWL

This luminaire must be installed only by 
qualified personnel

Disconnect before servicing
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GLASSBOWL
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740 ECO84 34 64 8400

740 ECO71 30 54 7100

740 ECO65 30 48 6500

740 ECO57 24 44 5700

740 ECO54 24 41 5400

740 GRN53 40 38 5300

740 GRN48 24 36 4800

740 ECO43 20 33 4300

740 GRN40 20 30 4000

740 GRN33 16 25 3300

740 ECO33 12 27 3300

740 ECO29 12 23 2900

740 GRN24 12 19 2400

740 ECO22 12 17 2200

740 GRN16 12 12 1600



2/8

830 ECO73 30 55 7300

830 ECO61 24 48 6100

830 ECO57 24 44 5700

830 ECO50 20 39 5000

830 GRN47 24 35 4700

830 GRN42 24 31 4200

830 ECO38 16 33 3800

830 GRN35 20 29 3500

830 ECO29 12 26 2900

830 GRN28 16 23 2800

830 ECO25 12 22 2500

830 GRN21 12 18 2100

830 ECO20 12 17 2000

830 GRN14 12 12 1400



Side Entry -60S-

Suspended Fixation -G1-

Dedicated Bracket -MB-

Post-Top Fixation -60P-

Mounting Device
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Luminaire opening
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ELECTRICAL CONNECTIONS

LINE SWITCH

LINE SWITCH
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Closure
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