
Brighten your outlook
Long Life MR-16

Philips Halogen Long Life MR16 lamps make it easy to optimize the look and feel of

your brand, your merchandise, and the shoppers experience, with lower operating

costs.

Benefits
• Maximum efficiency for reduced energy consumption.

• Consistent coating quality lamp-to-lamp and throughout lifetime.

• Extended lifetime for reduced maintenance.

Features
• Optimized Coil, Burner and Reflector Design- Has maximum efficiency for reduced

energy consumption and provides bright, white light and superior beam quality.

• Up To 20 Layers of Dichroic Coating-Consistent coating quality lamp to lamp and

throughout lifetime.

• UV Block-Reduces color fading.

• Provides 6000 hours rated average life†, constant color and extra protection with

UV Block and front glass.††

• Universal Burning Position.

• Available in 20, 35, and 50 watts Spot, Flood and Narrow Flood, 75 watt is only

available in Spot and Flood.

• † Rated average life is the length of operation (in hours) at which point an average

of 50% of the lamps will still be operational and 50% will not. †† Front glass not

featured on 75W Halogen MR16 Long Life lamps.

Application
• Ideal for retail stores, hotels, restaurants, museums and art gallery lighting.
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Warnings and Safety
• CAUTION: THIS LAMP IS PRESSURIZED AND COULD SHATTER so to avoid injury and to avoid exposure to ultraviolet radiation,

this lamp should be used in a fixture that provides a protective shield of tempered glass. Provide adequate ventilation to ensure

that seal temperature does not exceed 350 degrees C and use only in fixtures rated for the wattage stated on this package. To

avoid risks of burns or other injury, turn power off and allow lamp to fully cool before attempting to replace. Socket condition may

affect lamp life. Inspect and replace socket if deterioration has occured.

Versions

GU5.3, MR16, 24°

Dimensional drawing
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Long Life FRA 35W GU5.3 12V MR16 24D CL 1CT/10X5F
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Accent Diagrams
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Beam Diagrams
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