
Mini 300 Cube – daylight
impression
Mini 300 Cube DGP300

Mini 300 Cube is an extremely efficient low-glare luminaire specially designed for
downlighting. A eficiência é conseguida através de um revestimento da óptica especial,
que reflecte 97% da luz, e da utilização de lâmpadas CDM-TD 4200 K. The combination of
this lamp and the white-coated reflector creates an inviting atmosphere with color
rendering of 96. Mini 300 Cube delivers a uniform light distribution with an asymmetric or
bi-directional beam creating outstanding illuminances in industrial and retail
environments.The range comprises versions for recessed (DBP300), surface mounted
(DCP300) and post/wall mounted (DGP300). Within the Mini 300 product family there is
also a dedicated floodlight version (Mini 300 Stealth).

Benefícios
• Creates a daylight impression with an extremely efficient low-glare luminaire specially

designed for downlighting in canopies
• Uniform light distribution with asymmetrical or bi-directional beam for outstanding

illuminance in industrial and retail environments
• Inviting atmosphere thanks to CDM-TD lamp with excellent color rendering and white-

coated reflector

Características
• Lâmpada CDM-TD
• Reflector com revestimento branco
• Feixe assimétrico ou bidireccional
• CRI 96
• Versões para montagem encastrada, em superfície e poste/parede
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Aplicação
• Estações de serviço
• Zonas públicas
• Parques de estacionamento
• Iluminação de segurança
• Centros comerciais

Especificações

Type DGP300 (versão de montagem em pólos)

Light source HID:

- 1 x MASTERColour CDM-TD / RX7s / 70, 150 W

- 1 x MASTERColour CDM-T / G12 / 250 W

Lamp included Yes (K or light color 830 or 942)

Gear (integrated) Electro magnetic (low loss), 230 or 240 V / 50 Hz:

- Parallel compensated (IC)

Electronic, 220 - 240 V / 50 - 60 Hz:

- Electronic (EB)

Optic Asymmetrical, narrow beam (A-NB)

Asymmetrical, medium beam (A-MB)

Asymmetrical, wide beam (A-WB), not for CDM-T 250 W lamp

version

Optical cover Flat glass

Options Auxiliary lamp (AUX) providing immediate light during warm-up

phase of the HID lamp

Hot restrike ignitor (HR), for CDM-TD 150 W lamp version only

Optical cover: transparent bowl (TB) and frosted glass (GF), not for

CDM-T 250 W lamp version

Materials and finishing Housing: injection-moulded base plate with deep-drawn aluminum

hood

Glass: thermally hardened

Gasket: silicone rubber, heat-resistant

Color White (WH)

Silver (SI), black (BK), grey (GR) or other RAL colors available on

request

Installation No topo do poste (máx. Ø 60 mm) e montagem na parede

O dispositivo de montagem integrado é fornecido de origem na

posição vertical para montagem no topo do poste. Pode ser

montado na posição horizontal em combinação com suporte de

parede ou peça de poste em T

Maintenance Lamp access by opening the front glass

Accessories Suportes de parede, peças de poste em T, ambos em dois

tamanhos diferentes

Remarks Luminárias prontas a instalar; lâmpada e material de instalação

incluído

Main applications Estações de serviço, áreas públicas e urbanas, parques de

estacionamento, segurança, centros comerciais

Detalhes do produto

Mini 300 Cube DGP300
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