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RS730B LED12S/CRW
RS730B LED14S/CRW
RS731B LED12S/CRW
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RS740B LED27S/CRW
RS741B LED15S/CRW
RS741B LED17S/CRW
RS741B LED27S/CRW
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1.

Beam angle
NB       MB       WB

220 V
240 V

0,8m

After installation of RS731B type, luminaire need to
be aligned to the cut out center to cover the hole!



Minimal build-in dimensions
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CABLE FOR
THROUGH WIRING

CABLE FOR
POWER SUPPLY
~220-240V

Mains
cable

Wirings for PSE-E and PSED-E drivers

A: 0.5-1.5mm 2
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Mains
cable



3.

*According to: IEC60555 test conditions

Inom(A) 0,068 Inom(A) 0,068

Ima x(A) 20 Imax(A) 16

Tref(ms) 0,25 Tref(ms ) 0,22

MCB Max Products* MCB Max Products*

B-10A 20 B-10A 15

B-16A 32 B-16A 24

C-10A 33 C-10A 24

C-16A 54 C-16A 40

LED12S PSE-E

Xi ta nium 36W LH 0.3-1A 48V I  230V

LED12S PSED-E
Xitanium 20W LH 0.15-0.5A 48V TD/Is 230V 

Inom(A) 0,093 Inom(A) 0,068

Ima x(A) 20 Imax(A) 5,3

Tref(ms) 0,25 Tref(ms ) 0,7

MCB Max Products* MCB Max Products*

B-10A 20 B-10A 15

B-16A 32 B-16A 24

C-10A 33 C-10A 24

C-16A 54 C-16A 40

LED17S PSE-E

Xi ta nium 36W LH 0.3-1A 48V I  230V

LED17S PSED-E

Xi tanium 36W 0.3-1A 48V TD/I 230V

Inom(A) 0,151 Inom(A) 0,151

Imax(A) 20 Imax(A) 5,3

Tref(ms) 0,25 Tref(ms ) 0,7

MCB Max Products* MCB Max Products*

B-10A 20 B-10A 18

B-16A 32 B-16A 30

C-10A 33 C-10A 31

C-16A 54 C-16A 51

LED27S PSE-E

Xi tanium 36W LH 0.3-1A 48V I  230V

LED27S PSED-E

Xi tanium 50W 0.7-1.5A 48V TD/I LH140

!



4.

1

2

Reflector and fixed housing accessory changing instructions

3

Insert the new reflector
and turn clockwise

>>CLICK<< 4

Release the required parts
by rotating them counter clockwise

Replace the new housing
and turn clockwise

Only with soft clothes!
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RS750B LED26S/CRW
RS750B LED39S/CRW
RS751B LED26S/CRW
RS751B LED39S/CRW
RS752B LED26S/CRW
RS752B LED27S/CRW
RS752B LED39S/CRW

1.
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3.

*According to: IEC60555 test conditions

Inom(A) 0,169 Inom(A) 0,169

Imax(A) 20 Imax(A) 5,3

Tref(ms) 0,25 Tref(ms) 0,7

MCB Max Products* MCB Max Products*

B-10A 20 B-10A 18

B-16A 32 B-16A 30

C-10A 33 C-10A 31

C-16A 54 C-16A 51

LED26S PSE-E

Xi tanium 36W LH 0.3-1A 48V I 230V

LED26S PSED-E

Xitanium 50W 0.7-1.5A 48V TD/I LH140

Inom(A) 0,156 Inom(A) 0,156

Ima x(A) 20 Imax(A) 5,3

Tref(ms) 0,25 Tref(ms ) 0,7

MCB Max Products* MCB Max Products*

B-10A 20 B-10A 18

B-16A 32 B-16A 30

C-10A 33 C-10A 31

C-16A 54 C-16A 51

LED27S PSE-E

Xitani um 36W LH 0.3-1A 48V I 230V

LED27S PSED-E

Xitanium 50W 0.7-1.5A 48V TD/I LH140

A: 0.5-1.5mm 2
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Wirings for PSED-E drivers

Inom(A) 0,222

Imax(A) 5,3

Tref(ms) 0,7

MCB Max Products*

B-10A 18

B-16A 30

C-10A 31

C-16A 51

LED39S PSE-E/PSED-E

Xitanium 50W 0.7-1.5A 48V TD/I LH140

Wirings for PSE-E drivers

A: 0.5-1.5mm 2

920

Mains
cable
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Reflector accessory changing instructions

3

4

4

Only with soft clothes!
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