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SAFETY PRECAUTIONS: 

 

 

 

INSTALLATION:  

Direct wall mounting to a recessed box: 

 

 

 

 

 

 

 

 

 

CAUTION:  This fixture must be mounted in the LENS DOWN position. 

WIRING: 

 

TROUBLE SHOOTING CHECKLIST:  If the light does not work. 

                             Check your power source.                         Check electrical connections. 

LED-1505, LED Wall Light 
INSTALLATION INSTRUCTIONS 

Read these instructions carefully before attempting to install the fixture, and keep for future reference. Before 
beginning installation or service, disconnect the power by turning off the circuit breaker.  Turning the power off by 
using the light switch is not sufficient to prevent electrical shock.  All work should be performed by a qualified 
electrician.  This fixture is for outdoor use and should not be used in areas with limited ventilation or high ambient 
temperatures.  This product must be installed in accordance with the applicable installation codes and ordinances by 
a person familiar with the construction and operation of the product and the hazards involved.  
 
 

       1.    Remove the rear mounting plate by loosening the two allen head screws from the side of the plate on the  
rear of the fixture. 

       2.    Fasten the mounting plate to the recessed outlet box. 
       3.    Splice  the  outlet  box  wires to  the leads from  the fixture, matching  black to black  (hot),  white to white  
              (neutral), and green to green (ground). 
       4.    Push the splices into the outlet box. 
       5.    Align the fixture against the mounting plate.  Take care to not pinch the wire leads. 
       6.    Secure the fixture by tightening the two allen head screws to lock the mounting plate. 
       7.    For wet locations, caulk  between  the  rear  housing  and  the mounting  surface  to  prevent  water  from  
              entering the fixture from behind. 
       8.    The LED light  engine is  preinstalled  and  prepositioned.   DO  NOT  OPEN  the  unit.  DO  NOT  TOUCH THE   
               SURFACE OF THE LEDS. 
 

LED units should be operated from 120V to 277V.  No additional tap wires are provided.  Photocontrol is optional. 
With photocontrol, supply 120V only. 
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 LED-1505, Lumière DEL Murale 
INSTRUCTION D’INSTALLATION 

1 

Lire cette instruction attentivement avant l’installation de l’appareil et la conserver pour référence ultérieure. Avant 
de débuter l’installation ou l’entretien assurez-vous de couper le circuit d’alimentation. Couper l’alimentation par 
l’interrupteur n’est pas suffisant pour prévenir les risques de choc électriques. Toutes les opérations devraient être 
effectuées par un électricien dûment qualifié. Ce produit est pour usage extérieur et ne devrait pas être utilisé dans 
un environnement à circulation d’air réduite ou à température  ambiante élevée. Ce produit doit être installé selon 
les normes nationales et locales par une personne dûment qualifiée familière avec la construction et l’utilisation du 
produit et des risques inhérents.  
 

CONSIGNES DE SÉCURITÉ 

INSTALLATION:  

Installation murale directe à une boite de jonction encastrée 

1. Enlever la plaque de montage en desserrant les 2 vis à 6 pans creux situées sur le côté arrière de l’appareil. 
2. Fixer la plaque de montage à la boite électrique encastrée. 
3. Connecter les fils de la boite électrique à ceux de l’appareil en respectant noir avec noir (vivant), blanc avec 

blanc (neutre) et vert avec vert (mise à la terre) 
4. Repousser les fils connectés dans la boite électrique 
5. Aligner l’appareil avec la plaque de montage en prenant garde de coincer les fils. 
6. Fixer l’appareil en resserrant les 2 vis à 6 pans creux sur la plaque de montage 
7. Pour les emplacements mouillés, appliquer un scellant entre l’arrière du bâti et la surface de montage pour 

prévenir les infiltrations d’eau par l’arrière. 
8. L’engin lumineux est installé et ajusté en usine. NE PAS OUVRIR l’unité. NE PAS TOUCHER LA SURFACE DES 

DEL. 
 

 
ATTENTION: L’appareil doit être installé avec la lentille en POSITION VERTICALE. 

L’unité DEL devrait opérer à un voltage de 120 à 277V. Aucuns fils de raccordement additionnel fournis. Cellule 
photovoltaïque en option, disponible en 120V seulement.   

 
DÉPANNAGE: Si la lumière ne fonctionne pas: 
 
                             Vérifiez la source d’alimentation.                         Vérifier les branchements. 
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