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PureForm Luminaire

Luminaire 
Lead Wires

Cable Tie
(Strain Relief)

Bolster Plate

3/8"-16 x 2" Hex Head Bolt
Split Lockwasher and Flatwasher

Terminal Block (Optional)

Supply and 

Ground Wires

3/8" Hex Nut 

and Lockwasher

Driver

Ground Lug (Optional)

Arm Assembly (2) #8-32 phillips screws

INSTALLATION INSTRUCTIONS

IMPORTANT: READ ALL INSTRUCTIONS BEFORE PERFORMING ANY WORK. 

                        BE SURE ALL POWER IS OFF PRIOR TO INSTALLING LUMINAIRES.

Fig. 1

Fig. 2a

(2) #10-24 Allen Set Screws

Housing Door
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3.  Thread 3/8-16 x 2" hex head bolt with lockwasher into the bottom tapped hole

     in the bolster plate.  Tighten the two bolts to 18 ft-lbs .

  1.  Located on the bottom of the arm assembly, loosen (2) # 8-32 phillips screws using phillips head screw driver. 

       Open arm assembly (screws are captive and will remain on door).

2.  Insert the bolster plate into the inside of pole with tapped hole toward the base.

     Position luminaire so the top mounting hole is aligned with the top hole on the pole.

     Install lockwasher and flat washer to the 3/8-16 x 2" hex head bolt and bolt through 

     the top mounting hole. Install split lockwasher and nut to the end of the top bolt.

NOTE:  Square Poles: Use square pole adaptor.

     NOTE:  For Arm 3, use the threaded 3/8-16 rod.  See Fig. 2b.  

5.  Secure the supply wires with cable tie (strain relief) on the bolster plate and in the arm.

7.  If rotation of light engine is required, the following steps will be needed: All luminaires are shipped from the 

     factory with light engine installed such that the orientation direction is the "standard position." (See Figure 3)

4.  Connect supply and ground wires to Luminaire lead wires.

     Make wire connections per NEC or applicable local codes. 

8.  Rotating Light Engine - P21:   Open housing door by loosening (but not removing) the 2X #10-24 allen set 

     screws located on the front of the luminaire.  Loosen and remove 3X screws from the wire way cover along the 

     side of the light engine and remove covers.  Detach wires from wire retainers to allow rotation (Fig 4).

6.  Install photo control if used. Fig. 2b

Bolster Plate

Threaded Rod

3/8 Hex Nut, 
Split Lockwasher, 
and Flat Washer



STANDARD ORIENTATION

Fig. 3

Remove 3X 8-32 Screws

Wire way Covers
Wire Retainers

INSTALLATION INSTRUCTIONS

IMPORTANT: READ ALL INSTRUCTIONS BEFORE PERFORMING ANY WORK. 

                        BE SURE ALL POWER IS OFF PRIOR TO INSTALLING LUMINAIRES.

Fig. 4

Wires from Light Engine

9.  While rotating, make sure the light engine aligns to the same holes used before and that the LED wires do not 

     get pinched under frame.  Route wires as shown in Fig. 5 or 6 depending on desired orientation using wire

     retainers as needed.  Skip to step 17 to finalize Light Engine rotation.

9X Light Engine Screws

LED Frame

90º ROTATION ORIENTATION

Remove 9X #8-32 phillips head screws from the light engine.  Next, rotate light engine 90º from standard position 

shown in Figure 3 to desired position.  See Figures 5 & 6.

AIM

AIM

AIM

Wires from Light Engine
Wires from 
Light Engine

Light Engine

2X #10-24
Allen Set 
Screws
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Fig. 5 Fig. 6



INSTALLATION INSTRUCTIONS

IMPORTANT: READ ALL INSTRUCTIONS BEFORE PERFORMING ANY WORK. 

                        BE SURE ALL POWER IS OFF PRIOR TO INSTALLING LUMINAIRES.

If rotating Light Engine in P32, follow these instructions:

10. Open housing door by loosening (but not removing) the 2X #10-24 allen set screws located on the front of the 

      luminaire. Loosen and remove 4X screws from the wire way covers along the side of the light engine and 

      remove covers. (Fig 7). Detach wires from wire retainers to allow rotation (Fig 8).

11. Remove 9X #8-32 phillips head screws from each light engine. 

12. If the rotation position desired is Fig. 11, then both of the Light Engine Modules will need to be rerouted.  If the 

      rotation position needed is Fig. 12, then only the Light Engine Module that is furthest away from the driver will

      need to be rerouted.

e

STANDARD ORIENTATION

Remove 4X 8-32 Screws

Wire way Covers

Light Engine 2

LED Frame

9X LED Module Screws

Wire Retainers

AIM

AIM

Fig. 7

Fig. 8

Wires from Light Engine

Wires from Light Engine

Light Engine 1

2X #10-24
Allen Set Screws
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INSTALLATION INSTRUCTIONS

IMPORTANT: READ ALL INSTRUCTIONS BEFORE PERFORMING ANY WORK. 

                        BE SURE ALL POWER IS OFF PRIOR TO INSTALLING LUMINAIRES.

AIM

Fig. 11

13. Carefully turn Light Engine upside down and loosen the 3X 4-40 screws and remove the wire cover to 

      access the LED Module wires.

14. Reroute wires as needed, following the Fig. 11 or Fig. 12 diagrams.  The wires need to be come out of the 

      middle of the module as shown in (Fig. 10). 

15. Once rerouted the wires on the Light engine reinstall Wire Cover onto LED Frame with the 3X 4-40 screws 

      removed earlier.  

Note: Be sure to check that wires are not pinched in between wire cover and frame.

Route wires through middle of Frame
And replace wire cover

Light Engine Wire Leads

Wire Cover

Wires from Light Engine
Wire Retainers

LED Frame

Fig. 9
Fig. 10

Gasket

Light Engine 2 Light Engine 1
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Fig. 13

Bird Deterrent Spikes

INSTALLATION INSTRUCTIONS

IMPORTANT: READ ALL INSTRUCTIONS BEFORE PERFORMING ANY WORK. 

                        BE SURE ALL POWER IS OFF PRIOR TO INSTALLING LUMINAIRES.

9X LED Module Screws (per Light Engine )

Wires from Light engine
AIM

Fig. 12

16. Flip Light Engine Module back upright and line up with the 9X mounting holes making sure that the Frame 

      Gasket is properly seated on the heat sink.  Route wires around Light Engine as shown in Fig. 11 & 12 

      depending on orientation using wire retainers.

17. Secure Light Engine Modules with the 9X #8-32 phillips head screws previously removed and torque to 2 ft-lbs.

      Replace wire way covers and secure with 3X #8-32 screws.  

18.  Close housing door and secure with the 2X #10-24 allen set screws. 

19.  Close arm door and secure with the 2X captive #8-32 screws.

20.  Install bird deterrent if applicable (See Fig. 13).

21.  Energize luminaire to test installation.  

Light Engine 2 Light Engine 1
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INSTALLATION INSTRUCTIONS

IMPORTANT: READ ALL INSTRUCTIONS BEFORE PERFORMING ANY WORK. 

                        BE SURE ALL POWER IS OFF PRIOR TO INSTALLING LUMINAIRES.

LIMELIGHT INTEGRAL TO LUMINAIRE

REMOTE MOUNTED LIMELIGHT 

LIMELIGHT MOUNTED TO POLE

LIMELIGHT MOUNTED TO WALL
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INSTALLATION INSTRUCTIONS

IMPORTANT: READ ALL INSTRUCTIONS BEFORE PERFORMING ANY WORK. 

                        BE SURE ALL POWER IS OFF PRIOR TO INSTALLING LUMINAIRES.

Philips Lighting North America       Philips Lighting Canada Ltd.

Corporation                      281 Hillmount Road,

200 Franklin Square Drive,            Markham ON, Canada L6C 2S3

Somerset,  NJ 08873, USA                
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