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Lamp(s): 

Notes: 

Lytecaster® Recessed Downlighting 2027
Page 1 of 2 3 3/4” Aperture Adjustable Reflector Trim

Complete Fixture consists of Reflector Trim & Frame-In Kit. Select each separately.

Reflector Trim  Frame-In Kit   — See Individual Frame-In Kit Specification Sheets
2027† Matte Black Step Baffle Incandescent
2027WH Matte White Step Baffle Frame-In Kit Installation Type Lamping  Height 
2029CL† Specular Clear  2000P1 Standard Non-IC 50W PAR20  5 9/32” 
2029CD† Clear Diffuse    75W PAR16, R20  
2029GD† Specular Gold  2000IC IC 50W, PAR 20 5 9/32”
2029BK† Specular Black  2000AIC IC  45W PAR16  5 5/16” 
2027BNM Natural Metal™ baffle with
  Natural Metal™ Flange

† = add “NM” to sku for Natural Metal™ Flange

Features
1. Aperture: Aluminum step baffle or cone.
2. Lamp Holder Assembly: Provides 358° horizontal rotation and 0° – 35° 

vertical adjustment.
3. Trim Housing: Hydroformed aluminum 0.040°  (16 ga.) thick. Matte white 

Natural Metal™ trim flange.
4. Frame-In Kit: (2000P1 standard frame shown.) Other frame shown on the 

right. See Frame-In Kit specification sheets for more details.

Labels
UL (Suitable for Damp Locations), I.B.E.W 
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