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Flood lighting
Installation Instruction 安装说明

Philips Lighting Luminaires (Shanghai) Co., Ltd.
Address: No. 2688, Huyi Road, Jiading, Shanghai, China
Postalcode: 201801

飞利浦灯具（上海）有限公司
地址：中国上海市嘉定区马陆镇沪宜公路2688号
邮编：201801
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产品名称
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Lampholder
灯座
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HNF003/250WB

HNF003/250NB
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1.  The burning position of horizontal for HPI-T250W/400W should be allowed +20°
  光源HPI-T 250W/400W在水平位置的点燃允许角度+20

。

2.  If the front glass is broken, switch off the main supply and replace the front glass.
  切断电源,更换玻璃。
3.  Disconnect the unit before changing the lamp.
  更换灯炮前，请先切断电源。
4.  Do not cover the luminaire with combustible.
  灯具不允许被可燃物覆盖。
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Open rear cover
打开后盖
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Notice: Correct connection for polarities
注 意：正确的极性连接
60245IEC57
3pole 1.5mm2 Multi-core with rubber insulated layer
1.5mm2三芯橡胶护套软线

ta 
35°



Aiming object through a small hole and cusp
通过小孔和尖端瞄准目标
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Lock clip
关紧搭扣
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