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12NC CQC Description Product D escription 12NC CQC Description Product Description
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911401671402 |BVP283 96LED 700 BVP283 LED2I0/NW 210W 220-240V AW B 12.8 911401667602 |BVP283 I44LED700 BVP283 LED320/CW 315W 220-240V NB 13.2
911401671302 |BVP283 I12LED700 BVP283 LED245/NW 245W 220-240V AW B 12.8 911401667502 |BVP283 I52LED700 BVP283 LED340/CW 335W 220-240V NB 13.2
911401671202 |BVP283 I128LED700 BVP283 LED280/NW 280W 220-240V AW B 12.8 911401689902 |BVP283 I60LED700 BVP283 LED355/CW 350W 220-240V NB 13.2
911401671102 [BVP283 144LED700 BVP283 LED320/NW 315W 220-240V AWB 13.2 911401667402 |BVP283 96LED 700 BVP283 LED 192/WW 210W 220-240V NB 12.8
911401671002 [BVP283 I52LED700 BVP283 LED340/NW 335W 220-240V AWB 13.2 911401667302 |BVP283 |I2LED700 BVP283 LED 224/W W 245W 220-240V NB 12.8
911401689202 [BVP283 160LED700 BVP283 LED355/NW 350W 220-240V AWB 13.2 911401667202 |BVP283 128LED700 BVP283 LED256/W W 280W 220-240V NB 12.8
911401670902 [BVP283 96LED 700 BVP283 LED210/CW 210W 220-240V AWB 12.8 911401667102 |BVP283 |144LED700 BVP283 LED293/WW 315W 220-240V NB 13.2
911401670802 |BVP283 I12LED700 BVP283 LED245/CW 245W 220-240V AWB 12.8 911401667002 |BVP283 I52LED700 BVP283 LED3II/WW 335W 220-240V NB 13.2
911401670702 |BVP283 I128LED700 BVP283 LED280/CW 280W 220-240V AWB 12.8 911401689102 |BVP283 I60LED700 BVP283 LED327/WW 350W 220-240V NB 13.2
911401670602 |BVP283 144LED700 BVP283 LED320/CW 315W 220-240V AWB 13.2 911401605803 |BVP283 96LED 700 BVP283 LED2I0/NW 210W 220-240V AW BE 12.8
911401670502 [BVP283 I52LED700 BVP283 LED340/CW 335W 220-240V AWB 13.2 911401605703 |BVP283 | 12LED700 BVP283 LED245/NW 245W 220-240V AW BE 12.8
911401689302 [BVP283 160LED700 BVP283 LED355/CW 350W 220-240V AWB 13.2 911401605603 |BVP283 |128LED700 BVP283 LED280/NW 280W 220-240V AW BE 12.8
911401670402 [BVP283 96LED 700 BVP283 LED 192/W W 210W 220-240V AW B 12.8 911401605503 |BVP283 |144LED700 BVP283 LED320/NW 315W 220-240V AW BE 13.2
911401670302 |BVP283 I12LED700 BVP283 LED224/W W 245W 220-240V AW B 12.8 911401605403 |BVP283 I52LED700 BVP283 LED340/NW 335W 220-240V AW BE 13.2
911401670202 |BVP283 I128LED700 BVP283 LED256/WW 280W 220-240V AW B 12.8 911401697402 |BVP283 I60LED700 BVP283 LED355/NW 350W 220-240V AW BE 13.2
911401670102 |BVP283 144LED700 BVP283 LED293/WW 315W 220-240V AWB 13.2 911401604903 |BVP283 96LED 700 BVP283 LED210/CW 210W 220-240V AW BE 12.8
911401670002 |BVP283 I52LED700 BVP283 LED3II/WW 335W 220-240V AWB 13.2 911401604703 |BVP283 I12LED700 BVP283 LED245/CW 245W 220-240V AW BE 12.8
911401689402 [BVP283 160LED700 BVP283 LED327/W W 350W 220-240V AWB 13.2 911401604603 |BVP283 |128LED700 BVP283 LED280/CW 280W 220-240V AW BE 12.8
911401669902 [BVP283 96LED 700 BVP283 LED2I0/NW 210W 220-240V SWB 12.8 911401604503 |BVP283 144LED700 BVP283 LED320/CW 315W 220-240V AW BE 13.2
911401669802 |BVP283 I12LED700 BVP283 LED245/NW 245W 220-240V SWB 12.8 911401604403 |BVP283 I52LED700 BVP283 LED340/CW 335W 220-240V AW BE 13.2
911401669702 |BVP283 I128LED700 BVP283 LED280/NW 280W 220-240V SWB 12.8 911401697602 |BVP283 I60LED700 BVP283 LED355/CW 350W 220-240V AW BE 13.2
911401669602 |BVP283 144LED700 BVP283 LED320/NW 315W 220-240V SWB 13.2 911401605303 |BVP283 96LED 700 BVP283 LED 192/WW 210W 220-240V AW BE 12.8
911401669502 |BVP283 I52LED700 BVP283 LED340/NW 335W 220-240V SWB 13.2 911401605203 |BVP283 I 12LED700 BVP283 LED224/W W 245W 220-240V AW BE 12.8
911401689502 [BVP283 160LED700 BVP283 LED355/NW 350W 220-240V SW B 13.2 911401605103 |BVP283 128LED 700 BVP283 LED256/W W 280W 220-240V AW BE 12.8
911401669402 [BVP283 96LED 700 BVP283 LED210/CW 210W 220-240V SWB 12.8 911401605003 |BVP283 144LED700 BVP283 LED293/W W 315W 220-240V AW BE 13.2
911401669302 [BVP283 I12LED700 BVP283 LED245/CW 245W 220-240V SWB 12.8 911401604803 |BVP283 I52LED700 BVP283 LED3II1/WW 335W 220-240V AW BE 13.2
911401669202 |BVP283 I28LED700 BVP283 LED280/CW 280W 220-240V SW B 12.8 911401697502 |BVP283 I60LED700 BVP283 LED327/WW 350W 220-240V AW BE 13.2
911401669102 |BVP283 144LED700 BVP283 LED320/CW 315W 220-240V SW B 13.2 911401666902 |BVP282 216LED700 BVP282 LED I76/NW 160W 220-240V AMB 1.8
911401669002 |BVP283 I52LED700 BVP283 LED340/CW 335W 220-240V SW B 13.2 911401666802 |BVP282 270LED 700 BVP282 LED220/NW 200W 220-240V AMB 1.8
911401689602 |BVP283 I60LED700 BVP283 LED355/CW 350W 220-240V SW B 13.2 911401666702 |BVP282 216LED700 BVP282 LED 176/CW 160W 220-240V AMB 1.8
911401668902 [BVP283 96LED 700 BVP283 LED I192/W W 210W 220-240V SW B 12.8 911401666602 |BVP282 270LED700 BVP282 LED220/CW 200W 220-240V AMB 1.8
911401668702 [BVP283 I12LED700 BVP283 LED224/W W 245W 220-240V SW B 12.8 911401666502 |BVP282 216LED700 BVP282 LED 164/W W 160W 220-240V AMB 1.8
911401668802 [BVP283 128LED700 BVP283 LED256/W W 280W 220-240V SW B 12.8 911401666402 |BVP282 270LED700 BVP282 LED205/W W 200W 220-240V AMB 1.8
911401668602 |BVP283 I144LED700 BVP283 LED293/WW 315W 220-240V SW B 13.2 911401666302 |BVP282 216LED700 BVP282 LED I76/NW 160W 220-240V SWB 1.8
911401668502 |BVP283 I52LED700 BVP283 LED3II/WW 335W 220-240V SW B 13.2 911401666202 |BVP282 270LED 700 BVP282 LED220/NW 200W 220-240V SW B 1.8
911401689702 |BVP283 I60LED700 BVP283 LED327/W W 350W 220-240V SW B 13.2 911401666102 |BVP282 216LED700 BVP282 LED 176/CW 160W 220-240V SW B 1.8
911401668402 [BVP283 96LED 700 BVP283 LED2I0/NW 210W 220-240V NB 12.8 911401666002 |BVP282 270LED 700 BVP282 LED220/CW 200W 220-240V SW B 1.8
911401668302 [BVP283 I12LED700 BVP283 LED245/NW 245W 220-240V NB 12.8 911401665902 |BVP282 216LED700 BVP282 LED I64/W W 160W 220-240V SW B 1.8
911401668202 [BVP283 128LED700 BVP283 LED280/NW 280W 220-240V NB 12.8 911401665802 |BVP282 270LED 700 BVP282 LED205/W W 200W 220-240V SW B 1.8
911401668102 |BVP283 I144LED700 BVP283 LED320/NW 315W 220-240V NB 13.2 911401606403 |BVP282 216LED700 BVP282 LED I76/NW 160W 220-240V SMB 1.8
911401668002 |BVP283 I52LED700 BVP283 LED340/NW 335W 220-240V NB 13.2 911401606303 |BVP282 270LED 700 BVP282 LED220/NW 200W 220-240V SMB 1.8
911401689802 |BVP283 I60LED700 BVP283 LED355/NW 350W 220-240V NB 13.2 911401606003 |BVP282 216LED700 BVP282 LED 176/CW 160W 220-240V SMB 1.8
911401667902 |BVP283 96LED 700 BVP283 LED210/CW 210W 220-240V NB 12.8 911401605903 |BVP282 270LED 700 BVP282 LED220/CW 200W 220-240V SMB 1.8
911401667802 [BVP283 I12LED700 BVP283 LED245/CW 245W 220-240V NB 12.8 911401606203 |BVP282 216LED 700 BVP282 LED I164/W W 160W 220-240V SMB 1.8
911401667702 [BVP283 128LED700 BVP283 LED280/CW 280W 220-240V NB 12.8 911401606103 |BVP282 270LED 700 BVP282 LED205/W W 200W 220-240V SMB 1.8
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|. Switch off power before operation.

BAERIE S W KRR

2. The luminaire should be replaced immediately if any crack or deterioration.

EXTRWIR, BNREER.

3. The Luminaire should be installed by a qualified electrician and wired in

accordance with the latest IEC-60364-7-714 regulations or the national

requirements.

KENBASRMNBIRE, EEAEFMEIEC-60364-7-T1 4R ESERINE.

4. The connection of power cable on luminaire is type Y.

ZATE EBIRLSBYRERE.

5. The light source contained in this luminaire shall only be replaced by the manufacture or his service agent or a
similar qualified person.

KTEPRERERERHER. RSRERIHMEEHEENEIARBITER.

6. The luminaire should be positioned so that prolonged staring into the luminaire at a distance closer than 0.35m
is not expected.

KTERRMNUE, M5 ARKRO. 35ml LRIEES.

S EE%: N (Blue N)
B4R ¥Eh (Yellow-Green: GND)
/1‘5—:@2& : L (Brown:L)

Watertight IP65
BFi7kiELk & 1P65

* No Supplied Watertight Box
RATETRMPGKIEER

Install the luminaire according to the national regular 3
and make sure it will not fall off.

REEFRIMERKEEFITR, BREATSEE.

Unpack the cap
Ay S IS




X)) Fasten the bolt

eGP

Cover the plastic cap on the bolts
= EAZER e

This slide is only for Philips safe chain
FURPARE X K F AR ER 2

Q
/\_/ g 3 N m
2 I. No sharp edge on the interface (bracket or hole) of mounting side.

RaximiEO (XREFL) A EHEHIL.

2. For below status, must replace the safe chain by a new one
iNstantly:

WMTER, FUMNEHRREHE:

a, The safe chain was tightened one time by luminaire falling;
SATEEME X

b, Part of steel wire was broken;

RO WLETR;

¢, While replace the luminaire.

EHRATRES.

3. The safe chain is a falling protector, not allowed to suspend the
luminaire by a long time.

R RERRRIPER, TSRATKEEEEITR.
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