
Make sure that the mains voltage is appropriate and conforms 
with the luminaire driver.

WIRING

Connect fixture GROUND (green) wire to power supply GROUND (green) wire. 

Connect fixture WHITE wire to power supply (-) COMMON wire.

Connect fixture BLACK wire to power supply (+)LINE wire.

(-) COMMON

GROUND

(+)LINE

CONSULT A QUALIFIED ELECTRICIAN TO ENSURE CORRECT BRANCH CIRCUIT CONDUCTOR
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KNUCKLE MOUNT
The fixture has 1/2" NPS threaded connector that is suitable for mounting with a 
junction box or into a landscape post (sold separately).  NOTE: Use appropriate size 
junction box or landscape post depending on the size and weight of fixture being 
mounted.
 * Seal arm thread using Teflon tape or silicone sealant.
 * Pull the wires into the hole in the junction box or landscape post (not provided).
 * Connect the wires properly in the junction box or landscape post.  See Wiring Diagram.
 * Secure the fixture by screwing the connector into the junction box or landscape post.
 * If applicable, plug all unused holes and seal threads with silicone.
 * Aim luminaire as desired.

Install according to the National Electrical Code.
NOTE:  This luminaire does not include a splice box. 
Make sure power is turned off during installation.
1.  Connect wiring.
2.  Attach luminaire by trunion to a secure junction box, frame or structure. If box will be 
     remote, remove mounting nut connector and secure the luminaire with bolts.Integrity of 
     the box, frame or structure is the installer's responsibility.
3.  Aim luminaire as desired before fully tightening mounting hardware.
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Luminaire must be installed by a qualified licensed electrician.
Save these instructions for future reference.

IMPORTANT

Proper grounding is required to ensure safety of property and people.
Before assembling fixture please read and understand these instructions.


