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DN570C/571C

LUXSPACE 2
Surface Mounted

444316019643
4/1

indoor

IP20
50Hz
60Hz

220V
240V

GLOW
WIRE

850 °C

217m

O250mm

Model Lumen package Color Temperature [K]

LED12S 830/840/927/930/940 2

LED20S 830/840/927/930/940 2 Product info

LED24S 830/840/927/930/940 2

LED40S 830/840 2

DN570C 

DN571C

kg
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DN570C/571C  E=100mm

PSED-E

 ~220-240V
IN

 ~220-240V
Out

(Through
wiring)

L

N

N

L

DALIDALI

 ~220-240
V
In

DALI
IN

DALI
Out

(Throguh wiring)
 ~220-240V

Out
(Through wiring)

Mains cable

9

Min  2x0.5 mm
Max 2x2.5 mm

20

Mains cable

9

Min  2x0.5 mm
Max 2x2.5 mm

20

2

2

PSE-E

DALI cable

Min  2x0.2 mm
Max 2x1.5 mm

2

2

2

2

2

1a 1b

3

4

CLO Version Pmax (W) Pmax (W)

CCT/CRI @ t=0h @ t=50kh

DN570B/DN571B LED12S 830/840 9 11

DN570B/DN571B LED12S 927/930 10 13

DN570B/DN571B LED20S 830/840 14 17,6

DN570B/DN571B LED20S 927/930 23 28,8

DN570B/DN571B LED24S 830/840 17 21,8

DN570B/DN571B LED24S 927/930 21 26,8

DN570B/DN571B LED40S 830/840 26 32,6

Step time (h) P %

0 80%

1 3000 81%

2 7000 83%

3 10000 84%

4 13000 85%

5 17000 87%

6 20000 88%

7 23000 89%

8 27000 91%

9 30000 92%

10 33000 93%

11 37000 95%

12 40000 96%

13 43000 97%

14 47000 99%

15 50000 100%

CLO Table



4/3

5

Fix PSE-E

6a 6b
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x3

7

Xitanium 

20W/m 0.15-

0.5A 54V 

230V

Xitanium 

36W/m 0.3-

1.05A 54V 

230V

Xitanium 

20W WH 

0.15-0.5A 

54V Is

Xitanium 

36W WH 0.3-

1.05A 54V Is

Xitanium 

20W WH 

0.15-0.5A 

54V TD/Is CL

Xitanium 

36W WH 0.3-

1A 54V TD/Is 

CL

XITANIUM 

36W/M 0.3-

1.05A 54V TD 

230V

Inom (A) 0,12 0,2 0,11 0,19 0,11 0,19 0,2

Imax (A) 18 18 15,8 16 20,4 20,4 18

Tref (µs) 250 250 224 216 195 195 250

MCB

B-10A x21 x21 x21 x21 x15 x15 x21

B-16A x34 x34 x36 x36 x24 x24 x34

C-10A x34 x34 x34 x34 x24 x24 x34

Max number of drivers

DALI dimming
range 1-100%
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DO NOT REPROGRAM THE DRIVER

Constant light Output Option stopped @ 50  000h

The light source contained in this luminiare shall only be replaced by

the manufacturer or his service agent or a similar qualified person


