
Smartway / Smartway LX
SPP186/ 185     SPP180/166/165
Mounting instruction /安装说明

Philips Lighting Luminaires (Shanghai) Co., Ltd.
Address: No. 2688, Huyi Road, Jiading, Shanghai, China
Postalcode: 201801

飞利浦灯具（上海）有限公司
地址：中国上海市嘉定区马陆镇沪宜公路
邮编：201801

1. IP43: housing; IP65: optical cavity.
    IP43: 灯具的壳体；IP65: 灯具的光源腔体。
2. The luminaire shall be installed by a qualified electrician and wired in accordance with the latest IEC 60364-7-714 
    regulations or the national requirements.
  光源应由有资格的电工安装，接线要符合IEC 60364-7-714标准或国家标准。

Smartway-PC100b

Type Number
型号

Lamp
光源

Glass
玻璃

Dimming
调光

SPP165

Voltage/ Frequency
电压/频率

Weight
重量(kg)

3.7

6.5

7.4

6.0

GB(曲面)

220V/50Hz

230V/50Hz

240V/50Hz

220V/50Hz, 230V/50Hz

220V/ 50/60Hz
230V/ 50/60Hz
240V/ 50/60Hz

220V/50Hz

SON-T 70W

SON-T 150W

SON-T 250W

CPO--TW 60W

CPO-TW 140W

SON-T 250W

IP43 IP65
OpticGear

光源腔电器腔
IK05 8-12m

SPP185

SPP166

SPP186

SON-T 70W

SON-T 150W

SON-T 250W

220V/50Hz

230V/50Hz

240V/50Hz

SPP180 SON-T 150W

3.7

6.5

7.4

6

6

7.4

D: 34 - 50mm
E: 48 - 60mm

SPP 166/180/186(150/250W)SPP 165/185(70W)

2×M5/ 2N.m 2×M8/ 8N.m

100mm

E

70mm

D

Max projection area: D
最大投影面积：D

Type A B C D

A C

SPP186/185

SPP180

SPP166/165

678

610

523

205

183

156

312

285

260

0.17

0.15

0.1

B

ta 
35°



Disconnect the power supply
 before changing the lamp

1

2

2

1

1

2

1

2

1

2

70W: Gear tray install
70W:

150W/250W: Gear tray install
150W/250W:
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更换灯泡前请切断电源

电器底板安装

电器底板安装
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