
Storeflux 3

GD601Bi

indoor

PZ 2

Model Lumen package Color Temperature [K]

LED12S 830/840/930 1,4

LED17S 830/840/930/CRW 1,4

LED20S 830/840/930 1,4

LED27S 830/840/930/CRW 1,4

LED39S 830/840/930 1,4

LED12S 830/840/930 2,4

LED17S 830/840/930/CRW 2,4 Product info

LED20S 830/840/930 2,4

LED27S 830/840/930/CRW 2,4

LED39S 830/840/930 2,4

LED12S 830/840/930 3,8

LED17S 830/840/930/CRW 3,8

LED20S 830/840/930 3,8

LED27S 830/840/930/CRW 3,8

LED39S 830/840/930 3,8

GD601B

GD611B

GD602B

GD612B

GD603B

GD613B
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*   this figure shows two head type
** mounting frame is not included

IP20
220 V
240 V

0,8m

50Hz

60Hz

Glow

650°C
Wire

Max.
35°C
Min.
10°C

LEDs IK02

ATTENTION
OBSERVE PRECAUTIONS

FOR HANDLING

ELECTROSTATIC

SENSITIVE

DEVICES
!

The luminaire shall be installed by a qualified electrician and wired in accordance with the latest IEE

electrical regulations or the national requirements.

Caution, risk of electric shock. The light source of this luminaire is not replaceable, when the light source

reaches its end of life the whole luminaire shell be replaced. The driver shall only be replaced by the

manufacturer or his service agent or a smiliar qulified person.

The luminaire shall, under no circumstance, be covered with thermal insulation matting or similar

material.

q

q
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General dimensions
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Cutout dimensions are defined in installation

instruction of GD61xZ mounting frame!
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N
LDALI

DALI

~ 220-240V

A: ~220-240V cable

B:  DALI cable

1a 1b

A: 0,75-1.5mm²

920

A: 0,75-1.5mm²

915

1

1

2

A

B

3

2a

2b

Installation of GD61xB

GD61xB

Uninstallation of GD61xB

1 32

GD61xZ

1

GD61xZ

10-15mm 2

Electrical installation PSU-E Electrical installation
PSD-VLC-E
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I mains (A)

I nom.

Time (us)
Tref

max / 2

I max

Inrush current

Ipeak[A] 18,6 Ipeak[A] 18,6 Ipeak[A] 6,1 Ipeak[A] 11 Ipeak[A] 18

Tref[us] 240 Tref[us] 240 Tref[us] 310 Tref[us] 306 Tref[us] 250

MCB Max products [pcs]* MCB Max products [pcs]* MCB Max products [pcs]* MCB Max products [pcs]* MCB Max products [pcs]*

B-16A type B ≤34 B-16A type B ≤34 B-16A type B ≤34
B-16A 

type B
≤34

B-16A 

type B
≤30

Ipeak[A] 20,4 Ipeak[A] 20,4 Ipeak[A] 24,9

Tref[us] 195 Tref[us] 195 Tref[us] 186

MCB Max products [pcs]* MCB Max products [pcs]* MCB Max products [pcs]*

B-16A type B ≤24 B-16A type B ≤24 B-16A type B ≤27

50W PSD-VLC-E

LED12S/830,840,930

LED12S/830,840,930

LED17S/CRW

LED20S/830,840

LED27S/930,CRW

PSU-E

PSD-VLC-E (1 head); PSD-E (2&3 head)

20W PSU 36W PSU

LED39S/930

50W PSU

LED20S/930

LED27S/830,840

28W PSU

LED39S/830,840

34W PSU

LED12S/830,840,930

LED12S/830,840,930

LED17S/CRW

LED27S/830,840,930,CRW

LED39S/830,840

LED39S/930

20W PSD-VLC-E 36W PSD-VLC-E
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