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READ AND UNDERSTAND THESE INSTRUCTIONS BEFORE INSTAWNG FIXTURE INSTRUCTION SHEET NO.
This fixture is intended for installation in accordance with the National Electrical Code and local regulations.
To assure full compliance with local codes and regulations, check with your local electrical inspector before
installation. To prevent electrical shock, turn off electricity at fuse box before proceeding.

Retain these instructions for maintenance reference. A0295 Page 1 of 1

r INSTALLATION INSTRUCTIONS FOR WEIGHTED BASE

READ ALL OF THESE INSTALLATION INSTRUCTIONS BEFORE INSTALUNG THE WEIGHTED BASE.

SAVE THESE INSTRUCTIONS AND REFER TO THEM WHEN SERVICING.

WEIGHTED BASE IS DESIGNED TO SUPPORT AND ENERGIZE A SINGLE LIGHTOLIER LIGHTOLIER LYTESPOT TRACK FIXTURE. IT IS TO BE
SUPPLIED BY A 1 20V POLARIZED RECEPTACLE.

IMPORTANT SAFETY INSTRUCTIONS
1. Read all instructions.
2. Use only Lightolier track fixtures with the weighted base.
3. Do not install weighted base in wet or damp locations.
4. Do not install weighted base less than 5 feet above the floor.
5. Do not install any fixture assembly closer than 6 inches from any curtain, or similar combustible material.
6. To prevent electric shock, unplug from receptacle before installing or servicing fixture.
7. Do not attempt to energize anything other than track lighting fixtures on weighted base.
8. To reduce the risk of electric shock do not attempt to connect power tools, extension cords, appliances and the like to the

weighted base.
9. This product has a polarized attachment plug (one blade is wider than the other). As a safety feature, this plug will fit in a

polarized outlet only one way. If the plug does not fit fully in the outlet, reverse the plug. If it does not fit, contact a qualified
electrician. Never use with an extension cord unless the plug can be fully inserted. Do not attempt to defeat this safety
feature.

10. CAUTION. Injury to Persons and Damage to the lamp and/or Mounting Surface may result lithe Lamp
is pulied from the Surface. To reduce the likelihood of such injury or damage, mount only
t a surface that is mechanically sound.

SAVE THESE INSTRUCTIONS.
1. Ensure WEIGHTED BASE is not plugged into a receptacle prior

to installing a Track fixture.

2. Install Track fixture into the WEIGHTED BASE following the BEAD
instructions provided with the Track Fixture. Example provided
below.
• Position LOCKING TAB on fixture in line with BEAD on

WEIGHTED BASE.
• Hold WEIGHTED BASE and rotate Track Fixture clockwise

until the LOCKING TAB snaps over the BEAD on the
WEIGHTED BASE.

3. Place WEIGHTED BASE on a structurally secure surface.

4. Energize the WEIGHTED BASE by inserting the polarized male
plug into a polarized receptacle.

5. The fixture can be turned on and off by depressing the switch
on the WEIGHTED BASE.
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