
Calculite HID Recessed Downlight
8-3/4" Aperture Vandal/Wet Location

Complete fixture consists of Reflector Trim & Frame-in Kit. Select each separately.

Frame-in Kit Volts Lamp (coated)

VA8DFL Flat Lens (Opal)  VA8D70MHE1 120V 70W ED17 MH/CMH*
 VA8D70MHE1-347 347V

 VA8D10MHE1 120V 100W ED17 MH/CMH*
 VA8D10MHE1-347 347V

  
Use standard metal halide lamps for use in enclosed luminaires.
Glass guard is included.

VA8DFL

Reflector Trim

Ceiling Opening: 10-1/4" (257mm) Dia.
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Features Accessories
1. Rotolock Ring:  Die-cast aluminum ; light graphite finish. The sealed o-ring 1951    Set od 2 Mounting bars 30" (762mm)

construction provides the wet location seal. A single screw locks the ring 1956    Set of 4 T-Bar Anchor Clips 

in place to prevent vandalism. RP005 Anti-Vandal Screwdriver. Used to lock the Rotolock Ring in place.
2. Lens:  Polycarbonate; flat opal diffuser. Screw supplied with fixture.
3. Socket Bracket:  Die-formed steel. Attaches to reflector without tools,

assures proper optical alignment of lamp.
4. Mounting Brackets:  16 ga. steel. Use 18" (457mm) mounting bars

(optional) or with standard 3/4" (19 mm), 1-1/2" (38mm) lathing channels
(by others) or 1/2” (13mm) tubing (by others). Adjust vertically from Electrical
inside of fixture. Ballast 70W MH 100W MH
5. Mounting Ring: Die-formed steel. Designed for vertical adjustment from inside of ANSI Code M143 & M98 M140 & M90
fixture, black finish. Voltage 120/277/347V   120/277/347V   
6. Retaining Springs:  Rust resistant springs simplify reflector/housing removal Max. Amps 1.90/0.85/0.65 2.60/1.15/1.00
for inspection and maintenance. Input Watts 95 130
7. Ballast/Junction Box Assembly:  Ballast and splice box on 16 ga. plate.

Ballast assembly is accessible from below without tools for inspection and
replacement. Junction box: 16ga. steel, CSA certified for through branch
circuit wiring with maximum of (8) No. 12, 90°C con ductors.
8. Magnetic Ballast:  Triple tap 120/277/347V, high power factor encased and

filled with a special thermally conductive insulation material. 
9. Thermal Protector:  Protects against unauthorized use of insulation.

Markings
CSA certified, suitable for damp and wet locations.

 



Calculite DHI éclairage encastré
Ouverture 8-3/4 po Luminaire Vandal/Endroits mouillés

Le luminaire complet comprend la garniture et le cadre de montage. Choisir chacun séparément.

Cadre de montage Voltage Lampe (givrée)

VA8DFL Lentille affleurante  VA8D70MHE1 120V 70W ED17 MH/CMH*
(opaline)  VA8D70MHE1-347 347V

 VA8D10MHE1 120V 100W ED17 MH/CMH*
 VA8D10MHE1-347 347V

  
 

   utiliser des lampes halogénures métalliques conçues

 spécialement pour les luminaires fermés. L'écran de verre est inclus.

Garniture

VA8DFL
Ouverture du plafond : 10-1/4 po (257mm) Dia.
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Caractéristiques Accessoires
1. Anneau RotoLock :  aluminium moulé ; fini graphite (peint.). La 1951    Jeu de 2 barrres de montage de 30 po (762mm).

fermeture de l'anneau matricé, par simple blocage à torsion, assure 1956    Jeu de 4 pattes d'ancrage pour plafond en "T".

l'étanchéité de l'appareil. Il se verrouille à l'aide d'une seule vis pour RP005  Tournevis pour barrer l'anneau Rotoclock afin d'empêcher le

prévenir le vandalisme. vandalisme. Vis fournie avec luminaire.
2. Lentille :  en polycarbonate ; opaline affleurante.
3. Boîtier de douille :  acier fmatricé à la matrice. S'attache au réflecteur sans
outil.
4. Supports de montage :  en acier de calibre 16. S'utilisent avec des barres

de montage de 18 po (457mm) (en option) ou avec des profilés de
lattage standard de 3/4 po (19mm) ou 1-1/2 po (38mm) (non fournis). Électrique
Ajustement vertical à partir de l'intérieur du luminaire.  Ballast 70W MH 100W MH
5. Anneau de montage :  acier matricé. Conçu pour un réglage à la verticale de Code ANSI M143 & M98 M140 & M90
l’intérieur du luminaire, fini noir. Tension 120/277/347V   120/277/347V   
6. Ressorts de fixation :  les ressorts résistant à la rouille simplifient le Ampères Max. 1.90/0.85/0.65 2.60/1.15/1.00
retrait du réflecteur/boîtier pour l’inspection et l’entretien. Puissance d'entrée 95 130
7. Ballast/Boîte de raccordement :  ballast et boîte de branchement sur

une plaque de calibre 16. Le ballast est monté sur un couvercle à
enclenchement, accessible par le dessous sans outil pour l’inspection ou
le remplacement.
8. Ballast magnétique :  triple alimentation 120/277/347V à facteur de puissance

élevée en coffret et rempli d'un matériau d'isolation spécial pour
conductivité thermique.
9. Protecteur thermique :  prévient un usage non autorisé d’isolant.

 

Marquage
Certifié CSA ; convient aux endroits humides et mouillés.
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