
Lytecaster Incandescent Downlight
23-Nov-11

Complete fixture consists of Reflector Trim & Frame-in Kit. Select each separately

Frame-in-Kit  Lamp

1083BK  1002 Frame Non-IC  75W PAR30S   

Black 1003RS Remodeler Ring Non-IC  75W PAR30S   

1083WH 1000IC Frame IC  75W PAR30S   

White High Gloss 1004ICN Lytening Frame Non-IC 75W PAR30S   

1083ST 1004ICN Lytening Frame IC 75W PAR30S  

5-1/4" Aperture Adjustable PAR30

Reflector Trim

1083

Ceiling Opening: 5-1/4" (133mm)

1083ST 1004ICN Lytening Frame IC 75W PAR30S  

Stainless 1004ICRS Lytening Remodeler Non-IC 75W PAR30S  

1004ICRS Lytening Remodeler IC 75W PAR30S  

1004ICXN Lytening ICX Frame AirSeal®  75W PAR30S  

Short Neck Lamp Only

Features Accessories
Housing: Hydroformed aluminum, .032"thick. White trim flange. 1967B 2 in (51mm). Thick Ceiling Adaptor

Face Plate: 22 ga. cold roll steel 0.030" thick 0087: Accessory Holder (3 clips) Accept maximum of one accessory

Lamp Housing: Steel 0.024" thick. Rotates 358º horizontally and up to 30º 4 3/4" (121mm) dia. (ADF4, AF4 and AL4 series).     

vertically.

 

Frame-in Kit
See Frame-In Kit specification sheets for more details.

Finish
All painted finishes are baked powder or enamel.

 

 

 

 

 

Markings
cULus listed, suitable for dry locations.



Éclairage Encastré Lytecaster Incandescent
23-Nov-11

Le luminaire complet comprend la garniture et le cadre de montage : choisir chacun séparément.

Garniture Cadre de montage  Lampe

1083BK  1002 Cadre Non-IC  75W PAR30S   

Noir 1003RS Anneau Rénovation Non-IC   75W PAR30S   

1083WH 1000IC Cadre IC  75W PAR30S   

Blanc Lustré 1004ICN Lytening Cadre Non-IC 75W PAR30S   

1083ST 1004ICN Lytening Cadre IC 75W PAR30S  

5-1/4 po Ouverture ajustable PAR30

1083

Ouverture du plafond : 5-1/4 po (133mm)

1083ST 1004ICN Lytening Cadre IC 75W PAR30S  

Acier Brossé 1004ICRS Lytening Rénovation Non-IC 75W PAR30S  

1004ICRS Lytening Rénovation IC 75W PAR30S  

1004ICXN Lytening ICX Cadre AirSeal®  75W PAR30S  

Lampe a collet court seulement

Caractéristiques Accessoires
Boîtier : Aluminium hydroformé, .032 po. d’épaisseur. Bordure blanche. 1967B Kit de plafond de 2 po (51mm) max.

Plaque Frontale : 22 ga. acier laminé à froid 0.030 po. d'épaisseur 0087 : Porte-accessoires (3 agrafes) Accepte un seul accessoire de 

Boîtier de lampe : Acier 0.024 po. d'épaisseur. Pivote 358º à l’horizontale et 4 3/4 po. (121mm) dia. (série ADF4, AF4 et AL4 )     

jusqu' à 30º à la verticale.

 

Cadre de Montage
Pour les caractéristiques des cadres de montage, voir les fiches techniques

appropriées.

Fini
Tous les finis peints sont en poudre ou en émail cuit.

Marquage
Homologué  cULus ; convient aux endroits sec.

 


