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Mounting instructions/安装说明

1

Cut-out 开孔

a

b

2 Suggestion Supply Power Cable 建议电源线规格

Φ6-8 mm

10mm <8mm

2x0.75 mm2

=
a b c

Wear gloves, then connect the module to the cover and turn it clockwise. 
When you hear a "click", the module is connected to the cover.
先戴上手套，然后将模组与面盖连接起来，顺时针扭动，当听到"咔"的一声响,模组与面盖连接完成

3 Connect Power Supply Calbe 连接电源线

60227 IEC52    2x0.75 mm2

L: Brown/ 棕. N: Blue/蓝.

AC220-240V
~ 50/60Hz

GB
7000 IP20

Ta

 25 C
IEC

EN60598

CRI
>90

Modular Type

模组型号

CCT

色温

Beam Angle

光束角

Modular Size

模组尺寸

Input

输入

Accessory Type

组件型号

Tilt angle range 可调

节角度

Accessory Size

组件尺寸

Cut out

开孔尺寸

Luminaire Size

整灯尺寸

2700K

3000K

4000K

5000K

NB

MB

WB

ɸ55*49mm

220-‐240V ,
50/60Hz;

0.11A, 6W

RS378Z M55 D78 R‐R AJ D

RS378Z M55 D78 R‐R FX D

RS378Z M55 D78 S‐S AJ D

RS378Z M55 D92 R‐R AJ D

RS378Z M55 D92 R‐R FX D

RS378Z M55 D102 R‐R AJ D

RS378Z M55 D102 R‐R FX D

RS378Z M55 D60 R‐R FX

RS378Z M55 D75 R‐R FX

RS378Z M55 D75 R‐R AJ

RS378Z M55 D85 R‐R AJ

RS378Z M55 D95 R‐R AJ

RS378Z M55 D95 R‐R AJ D

RS378Z M55 D75 R‐R FX SPH

RS378Z M55 D75 R‐R FX PH

RS378Z M55 D75 R‐R FX PH WP

RS378Z M55 D75 S‐S FX WP

RS378Z M55 D75 R‐R AJ PH

RS378Z M55 D75 R‐U AJ

RS378Z M55 D75 S‐S FX

RS378Z M55 D75 S‐U AJ

RS378Z M55 D75 R‐R AJ Trim

RS378Z M55 D75 R‐U AJ Trim

RS378Z M55 D70 R-R AJ

RS378Z M55 D70 S‐R AJ

RS378Z M55 D90 R‐R AJ

RS378Z M55 D90 S‐R AJ

V: 0°-25° H: 0°-350°‐
Fix

V: 0°-25°

V: 0°-25° H: 0°-350°

Fix

V: 0°-25° H: 0°-350

Fix

Fix

Fix

V: 0°-30

V: 0°-30° H: 0°-350

V: 0°-30° H: 0°-350

V: 0°-30° H: 0°-350

Fix

Fix

Fix

Fix

V: 0°-23°

V: 0°-23°

Fix

V: 0°-23°

V: 0°-23°

V: 0°-23°

V: 0°-15°

V: 0°-15°

V: 0°-30

V: 0°-30°

85*52mm
ɸ85*52mm

85*85*52mm

ɸ105*58mm

ɸ105*58mm

ɸ115*62mm

ɸ115*62mm

ɸ68*27mm

ɸ85*30mm

ɸ85*17mm

ɸ96*31mm

ɸ104*35mm

ɸ108*49mm

ɸ88*48mm

ɸ88*48mm

ɸ88*48mm

88*88*48mm

ɸ88*48mm

ɸ88*48mm

88*88*48mm

88*88*48mm

ɸ88*64mm

ɸ88*68mm

ɸ82*23mm

83*83*23mm

ɸ103*35mm

103*103*35mm

ɸ78mm

ɸ78mm

78*78mm

ɸ92mm

ɸ92mm

ɸ102mm

ɸ102mm

ɸ60mm

ɸ75mm

ɸ75mm

ɸ85mm

ɸ95mm

ɸ95mm

ɸ75mm

ɸ75mm

ɸ75mm

75*75mm

ɸ75mm

ɸ75mm

ɸ75mm

ɸ75mm

ɸ75mm

ɸ75mm

ɸ70mm

ɸ70mm

ɸ90mm

ɸ90mm

ɸ85*89mm

ɸ85*89mm

85*85*89mm

ɸ105*95mm

ɸ105*95mm

ɸ115*99mm

ɸ115*99mm

ɸ68*64mm

ɸ85*67mm

ɸ85*54mm

ɸ96*68mm

ɸ104*72mm

ɸ108*86mm

ɸ88*85mm

ɸ88*85mm

ɸ88*85mm

88*88*70mm

ɸ88*85mm

ɸ88*85mm

88*88*85mm

88*88*85mm

ɸ88*101mm

ɸ88*105mm

ɸ82*60mm

82*82*60mm

ɸ103*72mm

103*103*72mm

0.41

0.41

0.42

0.46

0.46

0.49

0.49

0.34

0.37

0.37

0.42

0.44

0.45

0.43

0.43

0.43

0.44

0.42

0.42

0.44

0.44

0.45

0.46

0.38

0.38

0.45

0.46

2700K

3000K

4000K

5000K

NB

MB

WB

ɸ55*49mm

220-‐240V ,
50/60Hz;
0.05A,6W

2700K

3000K

4000K

5000K

NB

MB

WB

ɸ55*49mm

220-‐240V ,
50/60Hz;

0.06A, 11W

2700K

3000K

4000K

5000K

NB

MB

WB

ɸ55*49mm

220-‐240V ,
50/60Hz;
0.1A,11W

2700K

3000K

4000K

5000K

NB

MB

WB

ɸ55*72mm

220-‐240V ,
50/60Hz;

0.08A, 15W

2700K

3000K

4000K

5000K

NB

MB

WB

ɸ55*72mm

220-‐240V ,
50/60Hz;

0.13A, 15W

2700K

3000K

4000K

5000K

NB

MB

WB

ɸ70*90mm

220-‐240V ,
50/60Hz;

0.13A, 24W

RS378Z M70 D105 R‐R AJ D

RS378Z M70 D105 R‐R FX D

RS378Z M70 D105 S‐S AJ D

RS378Z M70 D110 R‐R AJ

RS378Z M70 D90 R‐R FX D

RS378Z M70 D110 R‐R AJ D

V: 0°-25° H: 0°-350°

Fix

V: 0°-25° 

V: 0°-25° H: 0°-350°

Fix

V: 0°-30° H: 0°-350°

ɸ115*64mm

ɸ115*64mm

115*115*64mm

ɸ125*41mm

ɸ102*55mm

ɸ125*61mm

ɸ105mm

ɸ105mm

105*105mm

ɸ110mm

ɸ90mm

ɸ110mm

ɸ115*140mm

ɸ115*140mm

115*115*140mm

ɸ125*117mm

ɸ102*131mm

ɸ125*137mm

0.67

0.67

0.77

0.70

0.61

0.72

2700K

3000K

4000K

5000K

NB

MB

WB

ɸ87*107mm

220-‐240V ,
50/60Hz;

0.16A, 33W

RS378Z M87 D129 R‐R AJ D

RS378Z M87 D129 R‐R FX D

RS378Z M87 D129 S‐S AJ D

RS378Z M87 D130 R‐R AJ

RS378Z M87 D110 R‐R FX D

RS378Z M87 D130 R‐R AJ D

V: 0°-25° H: 0°-350°

Fix

V: 0°-25° 

V: 0°-30° H: 0°-350°

Fix

V: 0°-30° H: 0°-350°

ɸ140*78mm

ɸ140*78mm

140*140*78mm

ɸ145*47mm

ɸ124*67mm

ɸ145*73mm

ɸ129mm

ɸ129mm

129*129mm

ɸ130mm

ɸ110mm

ɸ130mm

ɸ140*169mm

ɸ140*169mm

140*140*169mm

ɸ145*138mm

ɸ124*158mm

ɸ145*164mm

1.05

1.05

1.12

1.05

0.95

1.10

RS378B P6

PSU-E M55

RS378B P6

PSD-E M55

RS378B P11

PSU-E M55

RS378B P11

PSD-E M55

RS378B P15

PSU-E M55

RS378B P15

PSD-E M55

RS378B P24

PSU-E M70

RS378B P33

PSU-E M87

RS378B P42

PSU- E M102

2700K

3000K

4000K

5000K

NB

MB

WB

ɸ102*116mm

220-‐240V ,
50/60Hz;

0.22A, 42W

RS378Z M102 D154 R‐R AJ D

RS378Z M102 D154 R‐R FX D

RS378Z M102 D154 S‐S AJ D

RS378Z M102 D150 R‐R AJ

V: 0°-25° H: 0°-350°

Fix

V: 0°-25° 

V: 0°-30° H: 0°-350°

ɸ165*86mm

ɸ165*86mm

165*165*54mm

ɸ165*54mm

ɸ154mm

ɸ154mm

154*154

ɸ150mm

ɸ165*184mm

ɸ165*184mm

165*165*184mm

ɸ165*152mm

1.40

1.40

1.47

1.39

Modular Dimension 模组尺寸 Accessory Dimension 组件尺寸

Cut out: ∅

∅

H 25°

H

Ø

ɸ



Please do not use your bare hand to adjust the core 
when the light is on

灯具点亮时请不要用手直接接触灯头进行调节

ON

OFF

Turn off the power and wait for 15mins before adjust the 
core with bare hand

关闭电源并静置15分钟后，可以手直接接触灯头进行调节

15 mins

安装灯具5 Mounting the luminaire

ba

c

Following installation method is NOT allowed
请不要使用以下几种方式安装灯具

a b

4 Wire connecting

注意：输入端的接线端子为按压式，请将输入电线插入接线端子，然后轻轻拉电线，
确保电线已被接线端子固定住。

Remark:The terminal block of input is press type,please insert the cable into terminal block,
then pull the cable lightly to make sure the cable is fixed by the terminal block. 

此灯具内的光源应由制造商或其服务代理商或一个有类似资格的人来更换。

The light source contained in this luminaire shall only be replaced by the manufacturer or
his service agent or a similar qualified person.




	页 1
	页 2
	页 3

