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Type Number

产品型号
DN591

A(mm) 162

B(mm) 100

Cut Out Ø152~157

GB
7000
GB
7000

Type Number

产品型号

Lum. Power

整灯功率

Voltage

电压

Frequency

频率

Class

灯具类别

CCT

色温

DN591B 

LED20/TWH
25W 220-240V~ 50/60Hz II 2700K~6500K 0.8 

A

B

Min.50 380

M
in
.
1
3
0

Min.50

Unit: mm   

单位:毫米

1. The luminai re sha ll be instal led by a quali fi ed electric ian and wired in  accordance with the latest IEE 
electrical  regulations or the  national requirements.
    灯具应由有资格的电工安装，接线要符合IEE电气标准或国家标准。
2. The luminai re sha ll,  under no circumstance,  be  covered with thermal insula tion matting or simi lar 
materia l.
    此灯具不适合被隔热衬垫或类似材料覆盖。
3. Do not switch on before complete instal lation.
    接线过程中，切勿通电。
4. For non-user replaceable li ght sources:
    对非使用者替换光源:
    The light source conta ined in th is lumina ire shall  on ly be replaced by the manufacturer or h is servi ce 
agent or a simi lar qua lif ied person."         
    此灯具内的光源应由制造商或其服务代理商或一个有类似资格的人来更换。
5. The corrosive atmosphere or hazardous material s such as su lfur, ch lorine, phtha late,  etc must be 
avoided during the use and storage.         
    灯具避免在腐蚀性环境或者含有有害物质，例如硫化物，卤化物，邻苯二甲酸酯等环境中存储和使用。
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Caution for applying to connect with dali controller: There are two dali address inside luminaire, one 

used for adjusting light level, the other used for adjusting color.
当用dali控制器控制灯具时请注意：灯具内有两个dali地址，一个用来调整灯具亮度，一个用来调整灯具
颜色。
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Type Number

产品型号

Cut Out

开孔尺寸

Inrush curret

浪涌电流

Duration

持续时间 

Inom

正常电流

DN591B 

LED20/TWH
D150 18A 14us 120mA

2b

Push

推入

Power 

Supply

电源输入

DALI 

Control

DALI控制线

2a 2c

3a 3b 3c
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25 9

5-8mm
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Pull

拉出
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Twidth

DA1 DA2LN

Power supply

电源线
Dali control

Dali线

N / L DA1/DA2

2x0.3~1.5mm² 

有害物质

 铅
(Pb)

 汞
(Hg)

 镉
(Cd)

 六价铬
(Cr(VI))

 多溴联苯
(PBB)

 多溴二苯醚
(PBDE)

部件名称

LED灯板/光源
驱动器(板)，铜

制及电子零部件

透镜光学部件

外壳及其

它零部件

产品中有害物质的名称及含量

本表格依据SJ/T 11364的规定编制

:表示该有害物质在该部件所有均质材料中的含量均在GB/T 26572规定的限量要求以下。

:表示该有害物质至少在该部件所的某一均质材料中的含量超出GB/T 26572规定的限量要求。

Applicable to China Only
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