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PSU

RS342B

PSU-E PSD-E max. nom. NB MB WB CW CW-L

827 • • 18.5 16.6 • • • •

830 • • 19.6 18 • • • •

840 • • 19.6 18 • • • •

CRW • • 22.5 21 • • • •

PW9 • • 21 19.4 • • • •

LED19S FMT • • 32.5 30 • • • •

LED26S FMT • • 51 46.5 • • • •

827 • • 30.5 27.5 • • • • •

830 • • 31.5 29 • • • • •

840 • • 28.5 26 • • • • •

CH • • 48.5 44.5 • • • •

CRW • • 36.5 33.5 • • • • •

PW9 • • 31.5 28.5 • • • • •

830 • • 35.5 32.5 • • • •

840 • • 31.5 29 • • • •

827 • • 46.5 42 • • • •

830 • • 42.5 38.5 • • • •

840 • • 39 35 • • • •

CRW • • 54.5 51 • • • •

PW9 • • 53.5 48 • • • •

Product family Optic
CableP [W]Driver

CCT
Optic

RS342B

LED17S

LED27S

LED35S

LED39S

indoor

1/4

50Hz
60Hz

220 V
240 V

IP20
Glow

650°C
Wire

1,25

Max.
40°C
Min.
10°C

0,8m



Dimensions in mm

Main dimensions

PSU-E PSU-E

PSED-E PSED-E

Min 2
Max 30

193O

126

68

145

4

32

226

Top side

Top side

Top side

60°

100 100100

150

625

190

46

LED39S

Mounted out of
arms reach

355°

LED39S
Don't touch until it cooled down

60°

Installation positions

Built in box size

C

B

A

A 375

B 150

C 900

1a

1b
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~ 220-240V

PSU-E

N L

N L

DALIDALI

 ~220-240VDALI

AB

A: ~220-240V cable

B:  DALI cable

PSD-E

N L

A: 0,75-1.5mm²

920

~ 220-240V

2a 2bA: 0,75-1.5mm²

920

A: 0,75-1.5mm²

920

A: 0,75-1.5mm²

915

Click3a
O 175 u1 mm

3b

L L

N N

Luminaires
 with CW3

L L

N N

 PE is not connected*

* !
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4a

4b

4c

!
1

2 2
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Optical unit changing, and cleaning instructions.
Only with soft cloths!

1

2 4

3

I mains (A)

I nom.

Time (us)
Tref

max / 2

I max

Inrush current

Luminaire not suitable for being covered
with thermally insulating material.

!

Inom[A] 0.15 Inom[A] 0.2 Inom[A] 0.28 Inom[A] 0.19 Inom[A] 0.32

Ipeak[A] 5.2 Ipeak[A] 6 Ipeak[A] 23 Ipeak[A] 20 Ipeak[A] 5.3

Tref[us] 50 Tref[us] 55 Tref[us] 280 Tref[us] 250 Tref[us] 700

MCB
Max products 

[pcs]*
MCB

Max products 

[pcs]*
MCB

Max 

products 

[pcs]*

MCB
Max products 

[pcs]*
MCB Max products [pcs]*

B-16A 

type B
74 B-16A type B 39

B-16A 

type B
19

B-16A 

type B
32

B-16A 

type B
30

LED26S/LED27S

LED Driver 50W 

0.7-1.5A 44V I 

230V

929000892606

PSU-E PSD-E

LED19S/LED26S/LED27S/LED39S

Xitanium 50W LH 0.7-1.5A 48V 

TD/I 230V

929000904106

LED17S LED17S/LED27S/LED35S

LED Driver 25W 0.3-1A 

36V I 230V

Xitanium 36W 0.3-1A 

48V TD/I 230V

929001409080 929000870806

LED17S/LED27S/LED19S/LED35S

LED driver 36W 

0.3-1A 48V I 230V 

929000892506
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