
GreenPerform Teardrop/泪滴型LED灯具
CR385C
Mounting instruction/安装说明

1. The luminaire shall be installed by a qualified electrician and wired in accordance with the latest IEE 
    electrical regulations or the national requirements.
  灯具应由有资格的电工安装，接线要符合IEE电气标准或国家标准。
2.            The luminaire is suitable for direct mounting on normally flammable surfaces.
        灯具适宜于直接安装在普通可燃材料表面。
3. Indoor use only.
  仅限室内使用。
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 Dimension L×W×H
尺寸L×W×H (mm)

Type
型号

Power
功率

CR385C LED20 20W

40W

40W

1200×60×110

1200×60×110

1200×60×110

2.6

2.6

2.6CR385C LED40

CR385C LED40/Y

Class
等级

220-240V~

Voltage
电压 频率

Frequency

50/60Hz

220-240V~ 50/60Hz

220-240V~ 50/60Hz

I

I

I

Philips Lighting Luminaires (Shanghai) Co., Ltd.
Address: No. 2688, Huyi Road, Jiading, Shanghai, China
Postalcode: 201801

飞利浦灯具（上海）有限公司
地址：中国上海市嘉定区马陆镇沪宜公路2688号
邮编：201801

MCB No. of Driver
驱动数

16A-C 40
16A-B 24

10A-C 24

 Unit/单位: mm

>80mm >80mm
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single core wiring/单芯线:
3 × 0.75-2.5mm
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Please find 2 washers in the package.
请在包装中找到2个垫片。




