
CEX Series Edge Lit
LED Exit Sign
Hazardous Location Edge Lit Exit, Self-Powered,
Double Face, Red Letters, Wall or Pendant
Mounting, LED

Hazardous Location Edge Lit Exit, Self-Powered, Double Face,

Red Letters, Wall or Pendant Mounting, LED

The Chloride CEX Series LED Edge- Lit Exit is ideal for use in hazardous locations

where explosive materials are present. The CEX is UL Listed for Class I, Division 1,

Groups C&D; Class I, Division 2, Groups A, B, C & D; Class II, Division 1 & 2, Groups E,

F, & G; and Class III, Zone 1, Groups IIA, IIB; Class I, Zone 2, Groups IIA, IIB, +H2& IIC

Areas.

Product data

General information

Lamp Source Code LED

Mounting Wall Surface Suspended

Number Of Pieces 1

Buy American Compliant Products Yes

 

Operating and electrical

Voltages 120/277 V

Conduit Connection 7/8 inch knockout

 

Mechanical and housing

Enclosure Metal and Plastic

 

Product data

Order product name CEXN2RWPM

EAN/UPC - Product 781370962494

Order code CEXN2RWPM

Numerator - Quantity Per Pack 1

Numerator - Packs per outer box 1

Material Nr. (12NC) 912401269199

Net Weight (Piece) 0.001 kg

Catalog Number CEXN2RWPM

Catalog Number Description Hazardous Location Edge Lit Exit, Self-Powered,

Double Face, Red Letters, Wall or Pendant Mounting,

LED
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