
DAL1 Deck Light
Series
Deck Light, Aluminum, Round Step, 2W LED, 12V,
Bronze

Deck Light, Aluminum, Round Step, 2W LED, 12V, Bronze - 100

lm/W

The DAL1 low voltage deck light features a sleek, round design that compliments any

outdoor landscape. Available with both stainless steel (DAL1-SS) and cast aluminum

housing, this deck light is designed with durability in mind. Energy saving LED is

available to ensure an even light distribution and long life. Five different finish

options are available with the aluminum housing. The 12 volt fixture is pre-wired with

6-ft. pigtail for easy installation.

Product data

General information

Lamp Source Code LED

Lamp Watts 2

Number of Lamps 1

Colour Temperature 3000 K

CRI 80

Photometric Distribution Type General Diffuse

Mounting Surface

Number Of Pieces 1

 

Operating and electrical

Voltages 12 V

Luminaire Input Watts 2

Conduit Connection 7/8 inch knockout

 

Mechanical and housing

Enclosure Metal and Plastic

 

Initial performance (IEC compliant)

Luminaire Lumens 200

Efficacy 100 lm/W

 

Product data

Order product name DECKLYTE,ALUM,12V,LED,T3 LMP

EAN/UPC - Product 046677323790

Order code DAL1-HLED2W
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Numerator - Quantity Per Pack 1

Local code description DAL1-HLED2W

Numerator - Packs per outer box 1

Material Nr. (12NC) 912401335014

Net Weight (Piece) 0.001 kg

Catalog Number DAL1-HLED2W

Catalog Number Description Deck Light, Aluminum, Round Step, 2W LED, 12V,

Bronze
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