
HF-Essential for
TL5/TL-D
HF-E 218 TL-D 220-240 50/60Hz

Essentially smart and reliable。HF-Essential is the most cost-effective, slim and

affordable ballast to reliably operate a fluorescent lamp. It is also the ideal entry-

level product for EM system users who want to enjoy the benefits offered by

electronic ballasts. The cost-saving and reliable HF-Essential has an energy

efficiency class A2, and its robust design meets all relevant international safety and

performance standards. HF- Essential is intended for use with indoor lighting

fixtures such as recessed luminaires, which are largely used in office, industrial,

hotel, restaurant and other applications.

产品数据

操作和电气

输入电压 220 至 240 V

线频率 50 to 60 Hz

输入频率 50 至 60 Hz

对地漏电流（最大） 0.5 mA

侵入电流宽度 0.37 ms

侵入电流峰值（最大） 15 A

 

布线

连接器类型输入端子 插入

连接器类型输出端子 插入

 

温度

环境温度范围 -10 °C 至 50 °C

外壳温度使用寿命（标称） 75 °C

最大外壳温度（最大） 75 °C

 

机械和外壳

外壳 L 150x40x28

 

审批和申请

IP 等级 IP20 [手指保护]

能效指数 A2

批准标志 CE 标记 C-Tick 证书 CB 证书 KEMA Keur 证书 符合 RoHS 要

求

 

产品数据

订单产品名称 HF-E 218 TL-D 220-240 50/60Hz

完整的产品名称 HF-E 218 TL-D 220-240 50/60Hz

完整产品代码 871829166871800

订购代码 913713039066

材料编号 (12NC) 913713039066

计算器 - 每包数量 1

EAN/UPC - 产品/箱 8718291668718

Datasheet, 2023, 四月 30 要更改的数据主题

LightingLighting



计算器 - 每个外包装箱中的包数 20

EAN/UPC - 案例 8718291668725
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Product D1 C1 A1 A2 B1

HF-E 218 TL-D 220-240 50/60Hz 4.2 mm 28.0 mm 150.0 mm 136.0 mm 40.0 mm

HF-Essential for TL5/TL-D
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